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SECTION 1: Identification of the substance/mixture and of the company/undertaking

1.1. Product identifier
Product form : Mixture
Trade name/designation : Quickare Fuel Treatment
UFI : 7X5W-30AT-YOOR-42E8
Product code : 8M0079743
Document no. : 766-01-0179S
(Origingal SDS: MEGA12BK 07/11/2023)
1.2. Relevant identified uses of the substance or mixture and uses advised against

1.2.1. Relevant identified uses

Main use category : For professional use only
Use of the substance/mixture : Fuel additive

1.2.2. Uses advised against
No additional information available

1.3. Details of the supplier of the safety data sheet
Brunswick Marine EMEA

Parc industriel de Petit-Rechain, Avenue Mercury 8

BE 4800 Verviers

Belgium

T +32(0)87 3232 11

bme.compliance @ brunswick.com

1.4. Emergency telephone number
Emergency number : 0032 35755555
This telephone number is available 24 hours per day, 7 days per week.
Country/Area |Organisation/Company Address Emergency number |Comment
Ireland National Poisons Information PO Box 1297 +353 1 809 2566
Centre Beaumont Road (Healthcare
Beaumont Hospital 9 Dublin professionals-24/7)

7/7)

+353 1 809 2166
(public, 8am - 10pm,

SECTION 2: Hazards identification

2.1. Classification of the substance or mixture
Classification according to Regulation (EC) No. 1272/2008 [CLP]
Flammable liquids, Category 3 H226
Acute toxicity (inhal.), Category 4 H332

Skin corrosion/irritation, Category 2 H315
Serious eye damage/eye irritation, Category 2 H319

Skin sensitisation, Category 1 H317
Germ cell mutagenicity, Category 1B H340

Carcinogenicity, Category 1B H350
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Reproductive toxicity, Category 1B H360
Aspiration hazard, Category 1 H304
Hazardous to the aquatic environment — Chronic H411

Hazard, Category 2

Full text of H- and EUH-statements: see section 16

Adverse physicochemical, human health and environmental effects

No additional information available

2.2. Label elements

Labelling according to Regulation (EC) No. 1272/2008 [CLP]

Hazard pictograms (CLP)

Signal word
Contains

Hazard statements (CLP)

Precautionary statements (CLP)

Extra phrases

2.3. Other hazards
Other hazards

ROSUE 2%

GHS02 GHS07 GHsSO08 GHS09
: Danger
: Paraffins (petroleum), normal C5-20; xylene; Solvent naphtha (petroleum),
light arom.; Naphtha (petroleum), hydrotreated heavy; cumene; 2,4,6-tri-tert-
butylphenol;2-butoxyethanol
: H226 - Flammable liquid and vapour.
H304 - May be fatal if swallowed and enters airways.
H315 - Causes skin irritation.
H317 - May cause an allergic skin reaction.
H319 - Causes serious eye irritation.
H332 - Harmful if inhaled.
H340 - May cause genetic defects.
H350 - May cause cancer.
H360 - May damage fertility or the unborn child.
H411 - Toxic to aquatic life with long lasting effects.
: P201 - Obtain special instructions before use.
P210 - Keep away from heat, hot surfaces, sparks, open flames and other
ignition sources. No smoking.
P273 - Avoid release to the environment.
P280 - Wear protective gloves/protective clothing/eye protection/face
protection/hearing protection.
P301+P310+P331 - IF SWALLOWED: Immediately call a POISON CENTER or
doctor. Do NOT induce vomiting.
P308+P313 - IF exposed or concerned: Get medical advice/attention.
P391 - Collect spillage.
P403+P235 - Store in a well-ventilated place. Keep cool.
P501 - Dispose of contents and container to an approved waste disposal
plant.
: Restricted to professional users.

: Vapours can form explosive mixtures with air. Contains PBT substances 2
0.1% assessed in accordance with REACH Annex XIII.
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Component

2,4,6-tri-tert-butylphenol (732-26-3)

This substance meets the PBT criteria of REACH regulation, annex Xl

This substance/mixture does not meet the vPvB criteria of REACH

regulation, annex XIlI

The mixture does not contain substance(s) included in the list established in accordance with Article 59(1) of REACH for
having endocrine disrupting properties, or substance(s) are not identified as having endocrine disrupting properties in
accordance with the criteria set out in Commission Delegated Regulation (EU) 2017/2100 or Commission Regulation (EU)
2018/605 at a concentration equal to or greater than 0,1 %

SECTION 3: Composition/information on ingredients

3.1. Substances
Not applicable

3.2. Mixtures

Substance name Product identifier % Classification according to

Regulation (EC) No. 1272/2008

[CLP]

Solvent naphtha (petroleum), light arom. CAS-No.: 64742-95-6 50 -75 Carc. 1B, H350

EC-No.: 265-199-0 Muta. 1B, H340

EC Index: 649-356-00-4 Asp. Tox. 1, H304
1,2,4-trimethylbenzene CAS-No.: 95-63-6 10-25 Flam. Liqg. 3, H226
substance with a Community workplace EC-No.: 202-436-9 Acute Tox. 4 (Inhalation:dust,mist),
exposure limit EC Index: 601-043-00-3 H332 (ATE=1,5 mg/l/4h)

Skin Irrit. 2, H315

Eye Irrit. 2, H319

STOT SE 3, H335

Aquatic Chronic 2, H411
Paraffins (petroleum), normal C5-20 CAS-No.: 64771-72-8 2,6-10 Asp. Tox. 1, H304

EC-No.: 265-233-4

EC Index: -
xylene CAS-No.: 1330-20-7 25-10 Flam. Liqg. 3, H226
substance with a Community workplace EC-No.: 215-535-7 Acute Tox. 4 (Dermal), H312
exposure limit EC Index: 601-022-00-9 (ATE=1100 mg/kg bodyweight)

Acute Tox. 4 (Inhalation), H332

(ATE=29,08 mg/l/4h)

Skin Irrit. 2, H315
2-butoxyethanol; ethylene glycol monobutyl |CAS-No.: 111-76-2 2,6-10 Acute Tox. 4 (Oral), H302
ether EC-No.: 203-905-0 (ATE=1200 mg/kg bodyweight)
substance with a Community workplace EC Index: 603-014-00-0 Acute Tox. 3 (Inhalation), H331
exposure limit Skin Irrit. 2, H315

Eye Irrit. 2, H319
Naphtha (petroleum), hydrotreated heavy CAS-No.: 64742-48-9 1-2,5 Muta. 1B, H340

substance with a Community workplace
exposure limit

EC-No.: 265-150-3
EC Index: 649-327-00-6

Carc. 1B, H350
Asp. Tox. 1, H304
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Substance name Product identifier % Classification according to
Regulation (EC) No. 1272/2008
[CLP]
2,6-di-tert-butylphenol CAS-No.: 128-39-2 1-25 Skin Irrit. 2, H315
EC-No.: 204-884-0 Aquatic Acute 1, H400
Aquatic Chronic 1, H410
ethylbenzene CAS-No.: 100-41-4 0,1-1 Flam. Liqg. 2, H225
substance with a Community workplace EC-No.: 202-849-4 Acute Tox. 4 (Inhalation), H332
exposure limit EC Index: 601-023-00-4 (ATE=17,4 mg/l/4h)
STOT RE 2, H373
Asp. Tox. 1, H304
Aquatic Chronic 3, H412
2-tert-butylphenol CAS-No.: 88-18-6 0,1-1 Acute Tox. 4 (Oral), H302 (ATE=440
Acute Tox. 3 (Dermal), H311
(ATE=300 mg/kg bodyweight)
Acute Tox. 4 (Inhalation:dust,mist),
H332 (ATE=1,5 mg/l/4h)
Skin Corr. 1B, H314
Eye Dam. 1, H318
Aquatic Chronic 2, H411
cumene CAS-No.: 98-82-8 0,1-1 Flam. Liqg. 3, H226
substance with a Community workplace EC-No.: 202-704-5 Carc. 1B, H350
exposure limit EC Index: 601-024-00-X STOT SE 3, H335
Asp. Tox. 1, H304
Aquatic Chronic 2, H411
2,4,6-tri-tert-butylphenol CAS-No.: 732-26-3 0,1-1 Acute Tox. 4 (Oral), H302 (ATE=500
substance listed on REACH Candidate List EC-No.: 211-989-5 mg/kg bodyweight)
PBT substance EC Index: 604-097-00-6 Skin Sens. 1B, H317
Repr. 1B, H360D
STOT RE 2, H373

Full text of H- and EUH-statements: see section 16

SECTION 4: First aid measures

4.1. Description of first aid measures

Additional advice : First aider: Pay attention to self-protection!. Concerning personal protective
equipment to use, see section 8. Never give anything by mouth to an
unconscious person. In case of doubt or persistent symptoms, consult
always a physician. Show this safety data sheet to the doctor in attendance.

Inhalation : Remove casualty to fresh air and keep warm and at rest. Get medical
advice/attention.

Skin contact : Remove contaminated clothing and shoes. Gently wash with plenty of soap
and water. Get medical advice/attention.

Eyes contact : Rinse immediately carefully and thoroughly with eye-bath or water. Remove

contact lenses, if present and easy to do. Continue rinsing. Get medical
advice/attention.

Ingestion : Rinse mouth thoroughly with water. Do NOT induce vomiting. If a person
vomits when lying on his back, place him in the recovery position. Get
immediate medical advice/attention.
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4.2. Most important symptoms and effects, both acute and delayed

Inhalation : Harmful if inhaled. May cause drowsiness or dizziness.

Skin contact : May cause an allergic skin reaction. Causes skin irritation.

Eyes contact : Causes serious eye irritation.

Ingestion : May be fatal if swallowed and enters airways. May cause gastrointestinal
irritation, nausea, vomiting and diarrhoea.

Chronic symptoms : May damage fertility or the unborn child. May cause cancer. May cause
genetic defects.

4.3. Indication of any immediate medical attention and special treatment needed

Treat symptomatically.

SECTION 5: Firefighting measures

5.1. Extinguishing media

Suitable extinguishing media : dry chemical powder, alcohol-resistant foam, carbon dioxide (CO2).

Unsuitable extinguishing media : Strong water jet.

5.2. Special hazards arising from the substance or mixture

Specific hazards : Flammable liquid and vapour. Heating will cause a rise in pressure with a

risk of bursting. Vapours may form explosive mixture with air. Vapours are
heavier than air and may travel considerable distance to an ignition source
and flash back to source of vapours.

Hazardous decomposition products in case : Carbon oxides (CO, CO2). Hydrocarbons. Nitrogen oxides.

of fire

5.3. Advice for firefighters

Firefighting instructions : Evacuate area. Use water spray or fog for cooling exposed containers.
Contain the extinguishing fluids by bunding. Prevent fire fighting water from
entering the environment.

Protection during firefighting : Do not attempt to take action without suitable protective equipment. Self-
contained breathing apparatus.
Other information : Do not allow run-off from fire-fighting to enter drains or water courses.

Dispose of waste in accordance with environmental legislation.

SECTION 6: Accidental release measures

6.1. Personal precautions, protective equipment and emergency procedures

6.1.1. For non-emergency personnel

For non-emergency personnel : Evacuate personnel to a safe area. Keep upwind. Provide adequate
ventilation. Avoid contact with skin, eyes and clothing. Concerning personal
protective equipment to use, see section 8. Avoid contact with skin, eyes
and clothing. Keep away from heat, hot surfaces, sparks, open flames and
other ignition sources. No smoking. Ensure equipment is adequately
earthed. Use explosion-proof equipment. Use only non-sparking tools. Do
not breathe vapours.
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6.1.2. For emergency responders

For emergency responders

6.2. Environmental precautions

: Ensure procedures and training for emergency decontamination and

disposal are in place. Concerning personal protective equipment to use, see
section 8.

Do not allow to enter into surface water or drains. Notify authorities if product enters sewers or public waters.

6.3. Methods and material for containment and cleaning up

Methods for cleaning up

6.4. Reference to other sections

: Dispose of waste product or used containers according to local regulations.

Stop leak if safe to do so. Dam up the liquid spill. Small quantities of liquid
spill: take up in non-combustible absorbent material and shovel into
container for disposal. Recover large spills by pumping (use an explosion
proof or hand pump). Place in a suitable container for disposal in
accordance with the waste regulations (see Section 13). This material and its
container must be disposed of in a safe way, and as per local legislation.
Cover the spilled liquid product with foam to slow down evaporation.

Concerning personal protective equipment to use, see section 8. Concerning disposal elimination after cleaning, see

section 13.

SECTION 7: Handling and storage

7.1. Precautions for safe handling

Precautions for safe handling

Hygiene measures

: Do not breathe vapours. Avoid contact with skin, eyes and clothing. Take

any precaution to avoid mixing with Incompatible materials, Refer to
Section 10 on Incompatible Materials. Ensure proper process control to
avoid excess waste discharge (temperature, concentration, pH, time). Avoid
release to the environment. Obtain special instructions before use. Do not
handle until all safety precautions have been read and understood. Keep
away from heat, hot surfaces, sparks, open flames and other ignition
sources. No smoking. Ground/bond container and receiving equipment. Use
explosion-proof equipment. Use only non-sparking tools.

: Keep good industrial hygiene. Wash hands and other exposed areas with

mild soap and water before eating, drinking or smoking and when leaving
work. Do not eat, drink or smoke when using this product. Keep away from
food, drink and animal feedingstuffs. Remove contaminated clothes.
Separate working clothes from town clothes. Launder separately. Wash
contaminated clothing before reuse.

7.2. Conditions for safe storage, including any incompatibilities

Storage conditions

Incompatible substances or mixtures
Packaging materials

: Storage of flammable liquids. Store in a dry, cool and well-ventilated place.

Keep in properly labelled containers. Do not store near or with any of the
incompatible materials listed in section 10. Bund storage facilities to prevent
soil and water pollution in the event of spillage. Keep away from heat, hot
surfaces, sparks, open flames and other ignition sources. No smoking.

: Strong oxidizing agents.
: Keep only in the original container.
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Germany

German storage class (LGK)

Switzerland

Storage class (LK)

7.3. Specific end use(s)

Fuel additives.

: LGK 3 - Flammable liquids

: LK 3 - Flammable liquids

SECTION 8: Exposure controls/personal protection

8.1. Control parameters

8.1.1 National occupational exposure and biological limit values

xylene (1330-20-7)

EU - Indicative Occupational Exposure Limit (IOEL)

Local name Xylene, mixed isomers, pure
IOEL TWA 221 mg/m3 (pure)
50 ppm (pure)
IOEL STEL 442 mg/m3 (pure)
100 ppm (pure)
Remark Possibility of significant uptake through the skin (pure)

Regulatory reference

COMMISSION DIRECTIVE 2000/39/EC

Albania - Occupational Exposure Limits

Local name Ksilen, izomere té pérziera, i pastér
OEL TWA 221 mg/ms3
50 ppm
OEL STEL 442 mg/m3
100 ppm
Remark Lékuré (tregon mundésiné e njé marrjeje té réndésishme népérmjet

lékurés)

Regulatory reference

VENDIM Nr. 522, daté 6.8.2014 PER MIRATIMIN E RREGULLORES “PER
MBROJTJEN E SIGURISE DHE SHENDETIT TE PUNEMARRESVE NGA
RISQET E LIDHURA ME AGJENTET KIMIKE NE PUNE”

Austria - Occupational Exposure Limits

Local name

Xylol (alle Isomeren): Xylol

MAK (OEL TWA)

221 mg/m3 (all isomers)

50 ppm (all isomers)

MAK (OEL STEL)

442 mg/m?3

100 ppm
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xylene (1330-20-7)

Regulatory reference

BGBI. Il Nr. 156/2021

Belgium - Occupational Exposure Limits

Local name Xyléne, isoméres mixtes, purs # Xyleen, mengsel van isomeren, zuiver
OEL TWA 221 mg/m3
50 ppm
OEL STEL 442 mg/m3
100 ppm
Remark D: la mention “D” signifie que la résorption de I'agent, via la peau, les

muqueuses ou les yeux, constitue une partie importante de |'exposition
totale. Cette résorption peut se faire tant par contact direct que par
présence de I'agent dans I'air. # D: de vermelding “D” betekent dat de
opname van het agens via de huid, de slijmvliezen of de ogen een
belangrijk deel van de totale blootstelling vormt. Deze opname kan het
gevolg zijn van zowel direct contact als zijn aanwezigheid in de lucht.

OEL chemical category

Skin, Skin notation pure

Regulatory reference

Koninklijk besluit/Arrété royal 16/11/2023

Bulgaria - Occupational Exposure Limits

Local name KcuneH (cmec oT nusomepu), 4mct
OEL TWA 221 mg/m3 (pure)
50 ppm (pure)
OEL STEL 442 mg/m3 (pure)
100 ppm (pure)
Remark Koxa (Bb3MoxkHa e 3HauuTenHa pe3opbumna 4ypes koxarta); ® (XMMudHu

areHTU, 3a KOWUTO ca onpeaesieHn rpaHUYHU CTOMHOCTY BbB Bb3JyXa Ha
paboTHaTa cpena 3a EBponewnckaTa o6LiHOCT)

Regulatory reference

Hapen6a Ne 13 ot 30.12.2003 r. 3a 3awuMTa Ha paboTewinTe oT pUckoBe,
CBbp3aHU C eKCrno3nuna Ha XMMUYHW areHTu npu pabota (usm. n gon. [1B.
6p. 47 ot 2021 r., B cuna ot 04.06.2021 r.)

Croatia - Occupational Exposure Limits

Local name Ksilen (svi izomeri)
GVI (OEL TWA) 221 mg/m3

50 ppm
KGVI (OEL STEL) 442 mg/m3

100 ppm

Remark

Direktiva: 2000/39/EZ. Napomena: Koza (razvrstana kao tvar koja nadrazuje
kozu (H315))

OEL chemical category

Skin notation
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xylene (1330-20-7)

Regulatory reference

Pravilnik o zastiti radnika od izlozenosti opasnim kemikalijama na radu,
grani¢nim vrijednostima izloZenosti i bioloskim grani¢nim vrijednostima
(NN 148/2023)

Croatia - Biological limit values

Local name

Ksilen

BLV

1,5 mg/l Parameter: Xylene - Medium: blood - Sampling time: at the end of
the work shift (alcohol before exposure to Xylene raises occurrence)

1,5 g/g creatinine Parameter: Methylhippuric acid - Medium: urine -
Sampling time: at the end of the work shift (calculated on the average
Creatinine value of 1.2 g/L urine)

Regulatory reference

Pravilnik o zastiti radnika od izlozenosti opasnim kemikalijama na radu,
grani¢nim vrijednostima izlozenosti i bioloskim grani¢nim vrijednostima
(NN 91/2018)

Cyprus - Occupational Exposure Limits

Local name ZUA£VI0, ULIKTA LloopEpPNR, KaBapa
OEL TWA 221 mg/ms3

50 ppm
OEL STEL 442 mg/m3

100 ppm

OEL chemical category

Skin-potential for cutaneous absorption

Remark

dépua

Regulatory reference

Kavoviopoi tou 2007 (K.A.M. 295/2007)

Czech Republic - Occupational Exposure Limits

Local name Xylen technicka smés isomeru a véechny isomery
PEL (OEL TWA) 200 mg/m3

45,33 ppm
NPK-P (OEL C) 400 mg/m3

90,66 ppm

Remark

B - u latky je zaveden biologicky expozi¢ni test (BET) v moci nebo krvi, D -
pfi expozici se vyznamné uplatiuje pronikani faktoru kazi, | - drazdi sliznice
(oci, dychaci cesty) resp. kuzi.

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

Nafrizeni vlady €. 361/2007 Sb. (Pfedpis 330/2023 Sb.)

Czech Republic - Biological limit values

Local name

Xyleny

BLV

820 pmol/mmol Creatinine Parameter: Methylhippuric acid - Medium: urine
- Sampling time: end of shift

1400 mg/g creatinine Parameter: Methylhippuric acid - Medium: urine -
Sampling time: end of shift
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xylene (1330-20-7)

Regulatory reference

Vyhlaska ¢. 107/2013 Sb. (kterou se méni vyhlaska ¢. 432/2003 Sb.)

Denmark - Occupational Exposure Limits

Local name Xylen (Dimethylbenzen), alle isomere
OEL TWA 109 mg/m3 (Xylene, all isomers)
25 ppm (Xylene, all isomers)
OEL STEL 442 mg/m3
100 ppm
Remark E (betyder, at stoffet har en EF-graensevaerdi); H (betyder, at stoffet kan

optages gennem huden)

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

BEK nr 202 af 21/02/2023

Estonia - Occupational Exposure Limits

Local name Ksiileen (dimettilbenseen)
OEL TWA 200 mg/ms3
50 ppm
OEL STEL 450 mg/m3
100 ppm
Remark A (Naha kaudu kergesti imenduv aine)

OEL chemical category

Skin notation

Regulatory reference

Vabariigi Valitsuse 20. martsi 2001. a maaruse nr 105 (RT |, 21.12.2022, 3)

Finland - Occupational Exposure Limits

Local name Ksyleeni
HTP (OEL TWA) 220 mg/m3
50 ppm
HTP (OEL STEL) 440 mg/m3
100 ppm
Remark lho

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

HTP-ARVOT 2020 (Sosiaali- ja terveysministerio)

Finland - Biological limit values

Local name

Ksyleeni

BLV

Parameter: Methylhippuric acid - Medium: urine - Sampling time: after the
shift

Regulatory reference

HTP-ARVOT 2020 (Sosiaali- ja terveysministerio)

France - Occupational Exposure Limits

Local name

Xyléne, isomeéres mixtes, purs
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xylene (1330-20-7)

VME (OEL TWA)

221 mg/m3 (restrictive limit)

50 ppm (restrictive limit)

VLE (OEL C/STEL)

442 mg/m3 (restrictive limit)

100 ppm (restrictive limit)

Remark

Valeurs reglementaires contraignantes. Risque de pénétration percutanée

OEL chemical category

Risk of cutaneous absorption

Regulatory reference

Article R4412-149 du Code du travail (réf.: INRS ED 6443, 2022; Outil65;
Décret n° 2019-1487; Décret n° 2020-1546; Décret n° 2021-434; Décret n°
2021-1849)

France - Biological limit values

BLV

Parameter: Methylhippuric acid - Medium: urine - Sampling time: end of
shift (per the Authority, the values for this substance must be decided
and/or determined on a case by case basis. Guidance for the calculation of
and interpretation of values is provided in the source)

Germany - Occupational Exposure Limits (TRGS 900)

Local name

Xylol (alle Isomere)

Occupational exposure limit value (mg/ms3)
(TRGS900)

220 mg/m3 (all isomers)

Occupational exposure limit value (ppm)
(TRGS900)

50 ppm (all isomers)

Peak exposure limitation factor

2(1)

Remark

DFG - Senatskommission zur Priifung gesundheitsschadlicher Arbeitsstoffe
der DFG (MAK-Kommission); EU - Européische Union (Von der EU wurde
ein Luftgrenzwert festgelegt: Abweichungen bei Wert und
Spitzenbegrenzung sind maoglich); H - hautresorptiv

Chemical category

Skin notation all isomers

Regulatory reference

TRGS900

Germany - Biological limit values (TRGS 903)

Local name

Xylol (alle Isomere)

Biological limit value

2000 mg/l Parameter: Methylhippuric(tolur-)acid (all isomers) - Medium:
urine - Sampling time: end of shift (all isomers)

Regulatory reference

TRGS 903

Gibraltar - Occupational Exposure Limits

Local name Xylene, mixed isomers, pure
OEL TWA 221 mg/m3 (pure)

50 ppm (pure)
OEL STEL 442 mg/m3 (pure)

100 ppm (pure)

Remark

Skin
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xylene (1330-20-7)

OEL chemical category

Skin notation pure

Regulatory reference

Factories (Control of Chemical Agents at Work) Regulations 2003 (LN.
2018/181)

Greece - Occupational Exposure Limits

Local name ZUuAOALa (OAa ta Loopepn)
OEL TWA 435 mg/m?

100 ppm
OEL STEL 650 mg/ms3

150 ppm

OEL chemical category

skin - potential for cutaneous absorption

Remark

H £v3elEn «B€pua» OTIC OPLAKEG TIMEC EMAYYEAUATIKAG £KBEONC EMIONUAiVEL
TO ev3EXOUEVO anuavtikng dieioduong YECW Tou dEPUATOC.

Regulatory reference

M.A. 90/1999 - Npootacia tng vyeiag Twv epyaloPEVWY TOU EKTIBEVTAL O
0PLOPEVOUG XNULKOUG TTAPAYOVTEG KATA TN JLAPKELA TNG £pYACiag Toug

Hungary - Occupational Exposure Limits

Local name XILOL izomerek keveréke

AK (OEL TWA) 221 mg/m3

CK (OEL STEL) 442 mg/m3

Remark b (B6ron at is felszivodik), BEM (bioldgiai expozicios mutato); EU1

(2000/39/EK iranyelvben kozolt érték); R (Azok az anyagok, amelyek
egészségkarositd hatasa ROVID expozicio hatasara jelentkezik)

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

5/2020. (ll. 6.) ITM rendelet - A kémiai koroki tényezék hatasanak kitett
munkavallalok egészségének és biztonsaganak védelmérdl

Hungary - Biological Exposure Indices

Local name

Xilol

BEI

1500 mg/g creatinine Bioldgiai expozicids (hatas) mutatd: metilhippursavak
- Bioldgiai minta: vizeletben - Mintavétel ideje: m.v. (mUszak végén)

860 umol/mmol Creatinine Bioldgiai expozicids (hatds) mutato:
metilhippursavak - Bioldgiai minta: vizeletben - Mintavétel ideje: m.v.
(mUszak végén)

Regulatory reference

5/2020. (ll. 6.) ITM rendelet - A kémiai koroki tényezék hatasanak kitett
munkavallalok egészségének és biztonsaganak védelmérdl

Ireland - Occupational Exposure Limits

Local name Xylene, mixed isomers
OEL TWA 221 mg/m3

50 ppm
OEL STEL 442 mg/m3

100 ppm
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xylene (1330-20-7)

Remark

Sk (Substances which have the capacity to penetrate intact skin when they
come in contact with it, and be absorbed into the body), IOELV (Indicative
Occupational Exposure Limit Values)

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

Chemical Agents Code of Practice 2021

Ireland - Biological limit values

Local name

Xylene

BMGV

1,5 g/g creatinine Parameter: methylhippuric acids - Medium: urine -
Sampling time: End of Shift

Regulatory reference

Biological Monitoring Guidelines (HSA, 2011)

Italy - Occupational Exposure Limits

Local name Xilene, isomeri misti, puro
OEL TWA 221 mg/m3 (pure)
50 ppm (pure)
OEL STEL 442 mg/m3 (pure)
100 ppm (pure)
Remark Cute

OEL chemical category

skin - potential for cutaneous absorption pure

Regulatory reference

Allegato XXXVIII del D.Lgs. 9 aprile 2008, n. 81 e s.m.i.

Latvia - Occupational Exposure Limits

Local name Ksilols (0-,m-,p-ksilols, dimetilbenzols)
OEL TWA 221 mg/ms3
50 ppm
OEL STEL 442 mg/m3
100 ppm
Remark Ada

OEL chemical category

skin - potential for cutaneous exposure

Regulatory reference

Ministru kabineta 2007. gada 15. maija noteikumiem Nr. 325

Lithuania - Occupational Exposure Limits

Local name

Ksilenas, miSrus izomerai, grynas

IPRV (OEL TWA)

221 mg/m3 (mixed isomers, pure)

50 ppm (mixed isomers, pure)

TPRV (OEL STEL)

442 mg/m?3 (mixed isomers, pure)

100 ppm (mixed isomers, pure)

Remark

O (medzZiaga j organizma gali prasiskverbti pro nepazZeista oda)

OEL chemical category

Skin notation
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xylene (1330-20-7)

Regulatory reference

LIETUVOS HIGIENOS NORMA HN 23:2011 (Nr. V-695/A1-272, 2018-06-12)

Luxembourg - Occupational Exposure Limits

Local name Xylene, isomeres mixtes, purs
OEL TWA 221 mg/m3

50 ppm
OEL STEL 442 mg/m3

100 ppm

OEL chemical category

Possibility of significant uptake through the skin

Remark

Peau

Regulatory reference

Mémorial A N° 226 de 2021 concernant la protection de la sécurité et de la
santé des salariés contre les risques liés a des agents chimiques sur le lieu
de travail

Malta - Occupational Exposure Limits

Local name Xylene, mixed isomers, pure # Xylene,Isomeri mhallta, puri
OEL TWA 221 mg/m3 (pure)
50 ppm (pure)
OEL STEL 442 mg/m3 (pure)
100 ppm (pure)
Remark Skin # Gilda

OEL chemical category

Possibility of significant uptake through the skin pure

Regulatory reference

S.L.424.24 - Chemical Agents at Work Regulations (L.N.356 of 2021)

Netherlands - Occupational Exposure Limits

Local name Xyleen, o-, m-, p-isomeren
TGG-8u (OEL TWA) 210 mg/m3

47,5 ppm
TGG-15min (OEL STEL) 442 mg/m3

100 ppm

Remark

H (Huidopname) Stoffen die relatief gemakkelijk door de huid kunnen
worden opgenomen, hetgeen een substantiéle bijdrage kan betekenen aan
de totale inwendige blootstelling, hebben in de lijst een H-aanduiding. Bij
deze stoffen moeten naast maatregelen tegen inademing ook adequate
maatregelen ter voorkoming van huidcontact worden genomen.

MAC chemical category

Skin notation

Regulatory reference

Arbeidsomstandighedenregeling 2024

Poland - Occupational Exposure Limits

Local name

Ksylen mieszanina izomeréw: 1,2-; 1,3-; 1,4-

NDS (OEL TWA)

100 mg/m3 (mixture of isomers)
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xylene (1330-20-7)

NDSCh (OEL STEL)

200 mg/m3 (mixture of isomers)

Remark

Skora (Oznakowanie substancji notacja ,,skéra” oznacza, ze wchtanianie
substancji przez skére moze by¢ tak samo istotne jak przy narazeniu droga
oddechowa).

Regulatory reference

Dz. U. 2018 poz. 1286 wraz z p6zn. zm.

Portugal - Indicative Occupational Exposure L

imit (IOEL)

Local name Xilenos, mistura de isémeros, puro
IOEL TWA 221 mg/m3
50 ppm
IOEL STEL 442 mg/m?3
100 ppm
Remark Cutanea.

Regulatory reference

Decreto-Lei n.° 1/2021 de 6 de janeiro

Portugal - Occupational Exposure Limits

Local name Xileno (isémeros)

OEL TWA 221 mg/m3 (indicative limit value)
50 ppm (indicative limit value)

OEL STEL 442 mg/m3 (indicative limit value)

100 ppm (indicative limit value)

OEL chemical category

A4 - Not Classifiable as a Human Carcinogen, skin - potential for cutaneous
exposure

Remark

A4 (Agente nao classificavel como carcinogénico no Homem); IBE (indice
bioldgico de exposigao)

Regulatory reference

Norma Portuguesa NP 1796:2014

Portugal - Biological Exposure Indices

Local name

Xilenos (graus técnico e comercial)

BEI

1,6 g/g creatinine Parametro: Acidos (o, m, p)-metilhipuricos - Meio: urina -
Momento da amostragem: Fim do turno

Regulatory reference

Norma Portuguesa NP 1796:2014

Romania - Occupational Exposure Limits

Local name Xilen, izomer mixt, pur
OEL TWA 221 mg/m3 (pure)

50 ppm (pure)
OEL STEL 442 mg/m3 (pure)

100 ppm (pure)

OEL chemical category

Skin notation pure

Remark

P - posibilitatea unei penetrari cutanate importante
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xylene (1330-20-7)

Regulatory reference

Hotararea Guvernului nr. 1.218/2006 (Hotararea nr. 53/2021)

Romania - Biological limit values

Local name

Xilen

BLV

3 g/l Parameter: Methylhippuric acid - Medium: urine - Sampling time: end
of shift

Regulatory reference

Hotararea Guvernului nr. 1.218/2006 (Hotararea nr. 584/2018)

Serbia - Occupational Exposure Limits

Local name KCWJIEH, MeLaHn N30Mepu, YUCT
OEL TWA 221 mg/ms3
50 ppm
OEL STEL 442 mg/m?3
100 ppm
Remark EY* — HanomeHa fia ce paau o xeMujckum matepujama 3a Koje cy yTBpheHe

WHOMKATUBHE rpaHWYHe BPEAHOCTU N3NTI0XEHOCTU npema JmpekTmsu
2000/39/E3 (npBa nucta); K — HanomeHa fa xemujcka maTepuja Moxe
LWITETHO AEeNIoOBaTU Ha KOXY

Regulatory reference

MPABUTHUK o npeBeHTUBHMM Mepama 3a 6e3bepaH v 3gpaB pag npu
nanaraky Xemujckum matepujama (,,Cnyx6eHun rnacHuk PC”, 6p. 106/09,
117/17 v 107/21)

Slovakia - Occupational Exposure Limits

Local name Xylén, zmiesané izoméry
NPHV (OEL TWA) 221 mg/m3
50 ppm
NPHV (OEL STEL) 442 mg/m3
100 ppm
NPHV (OEL C) 442 mg/m3
Remark K - znamena, Ze faktor m6ze byt lahko absorbovany kozou

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

Nariadenie vlady €. 355/2006 Z. z. (236/2020 Z. z.)

Slovakia - Biological limit values

Local name

Xylén (véetky izoméry)

BLV

1,5 mg/l Parameter: Xylene - Medium: blood - Sampling time: end of
exposure or work shift (all isomers)

2000 mg/I Parameter: Methylhippuric acid - Medium: urine - Sampling
time: end of exposure or work shift

Regulatory reference

Nariadenie vlady ¢. 355/2006 Z. z. (Zmena: 471/2011 Z.z.)

Slovenia - Occupational Exposure Limits

Local name

ksilen (mesane izomere)
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xylene (1330-20-7)

OEL TWA 221 mg/m3
50 ppm
OEL STEL 442 mg/m3
100 ppm
Remark K (Lastnost lazjega prehajanja snovi v organizem skozi kozo), BAT

(Bioloska mejna vrednost), EU

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

Uradni list RS, §t. 72/2021 z dne 11.5.2021

Slovenia - Biological limit values

Local name

ksilen (vse izomere)

BLV

2 g/l Parameter: metilhipurna kislin (vse izomere) - Bioloski vzorec: urin -
Cas vzorcéenja: ob koncu delovne izmene

Regulatory reference

Uradni list RS, §t. 72/2021 z dne 11.5.2021

Spain - Occupational Exposure Limits

Local name

Xileno, mezcla isomeros

VLA-ED (OEL TWA)

221 mg/m3 (indicative limit value)

50 ppm (indicative limit value)

VLA-EC (OEL STEL)

442 mg/m3

100 ppm

Remark

Via dérmica (Indica que, en las exposiciones a esta sustancia, la aportacion
por la via cutdnea puede resultar significativa para el contenido corporal
total si no se adoptan medidas para prevenir la absorcion. En estas
situaciones, es aconsejable la utilizacion del control bioldgico para poder
cuantificar la cantidad global absorbida del contaminante), VLB® (Agente
quimico que tiene Valor Limite Bioldgico), VLI (Agente quimico para el que
la U.E. establecio en su dia un valor limite indicativo).

OEL chemical category

skin - potential for cutaneous absorption

Regulatory reference

Limites de Exposicidon Profesional para Agentes Quimicos en Espaha 2024.
INSHT

Spain - Biological limit values

Local name

Xilenos, mezcla isdmeros

BLV

1 g/g creatinine Parameter: Methylhippuric acids - Medium: urine -
Sampling time: end of shift

Regulatory reference

Limites de Exposicidon Profesional para Agentes Quimicos en Espana 2024.
INSHT

Sweden - Occupational Exposure Limits

Local name

Xylen

NGV (OEL TWA)

221 mg/m3 (Xylene)

50 ppm (Xylene)
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xylene (1330-20-7)

KGV (OEL STEL)

442 mg/m3 (Xylene)

100 ppm (Xylene)

Remark

H (Amnet kan l4tt upptas genom huden. Det féreskrivna grénsvérdet
bedoms ge tillrackligt skydd endast under forutsattning att huden ar
skyddad mot exponering for &mnet ifraga)

OEL chemical category

Skin notation

Regulatory reference

Hygieniska gréansvarden (AFS 2018:1)

United Kingdom - Occupational Exposure Limits

Local name Xylene
WEL TWA (OEL TWA) 220 mg/m3
50 ppm
WEL STEL (OEL STEL) 441 mg/m3
100 ppm
Remark Sk (Can be absorbed through the skin. The assigned substances are those

for which there are concerns that dermal absorption will lead to systemic
toxicity)

WEL chemical category

Potential for cutaneous absorption

Regulatory reference

EH40/2005 (Fourth edition, 2020). HSE

United Kingdom - Biological limit values

Local name

Xylene, o-, m-, p- or mixed isomers

BMGV

650 mmol/mol Creatinine Parameter: methyl hippuric acid - Medium: urine
- Sampling time: Post shift

Regulatory reference

EH40/2005 (Fourth edition, 2020). HSE

Iceland - Occupational Exposure Limits

Local name Xylen, allir isémerar (dimetylbensen)
OEL TWA 109 mg/m3
25 ppm
OEL STEL 442 mg/m3
100 ppm
Remark H (efnid getur audveldlega borist inn i likamann gegnum huo)

Regulatory reference

Reglugerd um mengunarmork og adgerdir til ad draga ar mengun a
vinnustodum (Nr. 390/2009)

Norway - Occupational Exposure Limits

Local name

Xylen (alle isomere)

Grenseverdi (OEL TWA)

108 mg/m3

25 ppm

Korttidsverdi (OEL STEL)

135 mg/m3 (value calculated)
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xylene (1330-20-7)

37,5 ppm (value calculated)

Remark

H: Kjemikalier som kan tas opp gjennom huden; E: EU har en veiledende
grenseverdi og/eller anmerkning for stoffet.

OEL chemical category

Skin notation

Regulatory reference

FOR-2023-12-18-2278

North Macedonia - Occupational Exposure Limits

Local name KcuneH (cmelwa of nsomepu)
OEL TWA 221 mg/ms3
50 ppm
KTV 2
Short time value [mg/m?3] 442 mg/m3
Short time value 100 ppm

Remark

(KTV) kpatkoTpajHa BpeaHocT (KTB) 3Haum KoHUeHTpaumja Ha onacHu
XEMUCKMN CYNCTaHLuM BO BO3AYXOT Ha paBOTHOTO MECTO BHaTpe BO 30Ha Ha
Ouvuiere, Ha koja paboTHUKOT 63 onacHOCT Mo 34paBjeTo MoXe Aa e
N3N0XEH Ha NoKyco Bpeme. M3noxeHocTa Ha KpaTKoTpajHU BpeaHOCTH
MOXe Aa Tpae HajBeke 15 MUHYTU 1 He cMee a ce MOBTOPU NOBeEKe 0f,
YyeTMpunaTh BO paboTHaTa CMeHa, Npu WTO Mefy ABE U3NIOXXEHOCTM Ha
OBaa KOHLIeHTpaumja Mopa a n3amMuHe Hajmasnky 60 MUHYTW.
KpaTkoTpajHaTa BpegHoCT e uspaseHa B0 mg/m3 nnu Bo ml/m3(ppm) a e
JafieHa Kako MHOTFyKpaTHUM L03BOJIEHW MPeYeKkopyBaka Ha rpaHMyHaTa
BpeaHocT; (K) cBojcTBO Ha NofiecHO NpeHecyBake Ha CyrncTaHUUTe BO
opraHu3moT npeky koxarta; (BAT) 6uonoLwika rpaHMyYHa BpeAHOCT — npar Ha
6vonoLwKa rpaHMYHa BPEAHOCT, WTO 3Ha4Yu NpeaynpenyBakbe Ha onacHa
XeMMCcKa CyrncTaHua U Hej3uHM MeTabonuTK BO TKMBATa, TENIECHUTE
TEYHOCTU WU N3OULLYBaHETO Ha BO3AyxoT, 6e3 ornieq Ha Toa, fAanu
onacHaTa XeMucka cyrncTaHLa e BHECEHa BO OPraHM3MOT CO BAULLYBaH-E,
rontarbe Unu npeky koxarta; (EU) European Union - rpaHnMyHa BpegHocT,
onpepgeneHa Ha HMBO Ha EBponckaTta yHuja

Regulatory reference

MpaBunHMK 3a MMHUManHUTe 6aparba 3a 6e36egHOCT 1 34pasje Npu
paboTa Ha BpaboTeHU oA PU3NLM NMOBP3aHM CO U3NOXYBae Ha XEMUCKM
cynctaHum (,,Cnyx6eH BecHuK Ha Penybnuka MakegoHuja” 6p.46/10)

Switzerland - Occupational Exposure Limits

Local name Xyléne (tous les isomeres) / Xylol (alle Isomere)
MAK (OEL TWA) 220 mg/m3
50 ppm
KZGW (OEL STEL) 440 mg/m3
100 ppm
Notation R,B/H,B
Remark INRS, NIOSH

OEL chemical category

Skin notation

Regulatory reference

www.suva.ch, 01.01.2024
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xylene (1330-20-7)

Switzerland - BAT

Local name

Xyléne (tous les isomeres) / Xylol (alle Isomere)

BAT

2 g/l Parameter: Methylhippuric acid - Medium: urine - Sampling time: end
of shift

Regulatory reference

Ordonnance 832.30 (OPA), article 50 al. 3, www.suva.ch/valeurs-limites /
Verordnung 832.30 (VUV), Art. 50 Abs. 3, www.suva.ch/grenzwerte

USA - ACGIH - Occupational Exposure Limits

Local name

Xylene, mixed isomers (Dimethylbenzene)

ACGIH OEL TWA

20 ppm

Remark (ACGIH)

TLV® Basis: URT & eye irr; hematologic eff; ototoxycity (for mixtures
containing p-xylene); CNS impair. Notations: OTO (for mixtures containing
p-xylene); A4 (Not classifiable as a Human Carcinogen); BEI

ACGIH chemical category

Not Classifiable as a Human Carcinogen

Regulatory reference

ACGIH 2024

USA - ACGIH - Biological Exposure Indices

Local name Xylenes (technical or commercial grade)

BEI 1,5 g/g creatinine Parameter: Methylhippuric acids - Medium: urine -
Sampling time: end of shift (technical or commercial grade)

Remark Commercial or technical grade xylenes consist of mixtures of isomers and

significant amounts of ethyl benzene as indicated under "Properties."
Because ethyl benzene is known to reduce the metabolism of xylenes to
methylhippuric acids, the BEI applies to technical or commercial grades of
xylenes only. The determinants refer to the total of all isomers of
methylhippuric acids

Regulatory reference

ACGIH 2024

2-butoxyethanol; ethylene glycol monobutyl ether (111-76-2)

EU - Indicative Occupational Exposure Limit (IOEL)

Local name 2-Butoxyethanol
IOEL TWA 98 mg/m3
20 ppm
IOEL STEL 246 mg/m3
50 ppm
Remark Possibility of significant uptake through the skin

Regulatory reference

COMMISSION DIRECTIVE 2000/39/EC

Albania - Occupational Exposure Limits

Local name

Butoksi-2-etanol

OEL TWA

98 mg/m?3

20 ppm
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2-butoxyethanol; ethylene glycol monobutyl ether (111-76-2)
OEL STEL 246 mg/m3
50 ppm
Remark Lékuré (tregon mundésiné e njé marrjeje té réndésishme népérmjet
I€kurés)
Regulatory reference VENDIM Nr. 522, daté 6.8.2014 PER MIRATIMIN E RREGULLORES “PER

MBROJTJEN E SIGURISE DHE SHENDETIT TE PUNEMARRESVE NGA
RISQET E LIDHURA ME AGJENTET KIMIKE NE PUNE"

Austria - Occupational Exposure Limits

Local name 2-Butoxyethanol (Butylglykol; Ethylenglykolmonobutylether)
MAK (OEL TWA) 98 mg/m3
20 ppm
MAK (OEL STEL) 200 mg/m3
40 ppm
Remark H
OEL chemical category Skin notation
Regulatory reference BGBI. Il Nr. 156/2021

Belgium - Occupational Exposure Limits

Local name 2-Butoxyéthanol # 2-Butoxy-ethanol
OEL TWA 98 mg/m3
20 ppm
OEL STEL 246 mg/ms3
50 ppm
Remark D: la mention “D"” signifie que la résorption de I'agent, via la peau, les

muqueuses ou les yeux, constitue une partie importante de I'exposition
totale. Cette résorption peut se faire tant par contact direct que par
présence de I'agent dans l'air. # D: de vermelding “D” betekent dat de
opname van het agens via de huid, de slijmvliezen of de ogen een
belangrijk deel van de totale blootstelling vormt. Deze opname kan het
gevolg zijn van zowel direct contact als zijn aanwezigheid in de lucht.

OEL chemical category Skin, Skin notation

Regulatory reference Koninklijk besluit/Arrété royal 16/11/2023

Bulgaria - Occupational Exposure Limits

Local name 2-bytokcuetaHon
OEL TWA 98 mg/m3

20 ppm
OEL STEL 246 mg/m3

50 ppm
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2-butoxyethanol; ethylene glycol monobutyl ether (111-76-2)

Remark

Koxa (Bb3MoXXHa e 3HauuTesiHa pe3opbuuna Ypes koxara); ® (XuMuyHu
areHTu, 3a KOUTO ca onpeaeneHn rpaHNYHN CTOMHOCTY BbB Bb3Ayxa Ha
paboTHaTa cpena 3a EBponewnckata o6LHOCT)

Regulatory reference

Hapen6a Ne 13 ot 30.12.2003 r. 3a 3awumTa Ha paboTeLwunTe OT PUCKOBE,
CBBbP3aHu C eKCrno3uuma Ha XMMUYHW areHTu npu pabota (usam. n gon. [1B.
6p. 47 ot 2021 r., B cuna ot 04.06.2021 r.)

Croatia - Occupational Exposure Limits

Local name 2-Butoksietanol; etilen-glikol monobutil-eter; butilov celosolv
GVI (OEL TWA) 98 mg/m?3

20 ppm
KGVI (OEL STEL) 246 mg/m3

50 ppm

Remark

Direktiva: 2000/39/EZ. Napomena: Koza (razvrstana kao tvar koja nadrazuje
kozu (H315))

OEL chemical category

Skin notation

Regulatory reference

Pravilnik o zastiti radnika od izlozenosti opasnim kemikalijama na radu,
grani¢nim vrijednostima izloZenosti i bioloskim grani¢nim vrijednostima
(NN 148/2023)

Cyprus - Occupational Exposure Limits

Local name 2-BoutoEuaitbavoin
OEL TWA 98 mg/m3

20 ppm
OEL STEL 246 mg/ms3

50 ppm

OEL chemical category

Skin-potential for cutaneous absorption

Remark

dépua

Regulatory reference

Kavoviopoi tou 2007 (K.A.M. 295/2007)

Czech Republic - Occupational Exposure Limits

Local name

2-Butoxyethanol (Butylcellosolv; Ethylenglykolmonobutylether)

PEL (OEL TWA)

100 mg/m3

20 ppm

NPK-P (OEL C)

200 mg/m?3

40,7 ppm

Remark

D - pfi expozici se vyznamné uplatnuje pronikani faktoru kazi, | - drazdi
sliznice (o¢i, dychaci cesty) resp. klzi, B - u latky je zaveden biologicky
expozicni test (BET) v moci nebo krvi.

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

Nafrizeni vlady €. 361/2007 Sb. (Pfedpis 330/2023 Sb.)
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2-butoxyethanol; ethylene glycol monobutyl ether (111-76-2)

Czech Republic - Biological limit values

Local name

2-Butoxyethanol (Butylcelosolv, Ethylenglykolmonobutylether)

BLV

200 mg/g creatinine Parameter: Butoxyacetic acid - Medium: urine -
Sampling time: end of shift at end of workweek (after hydrolysis)

0,17 mmol/mmol Creatinine Parameter: Butoxyacetic acid - Medium: urine
- Sampling time: end of shift at end of workweek (after hydrolysis)

Regulatory reference

Vyhlaska ¢. 107/2013 Sb. (kterou se méni vyhlaska ¢. 432/2003 Sb.)

Denmark - Occupational Exposure Limits

Local name Butylglycol (2-Butoxyethanol; Butylcellosolve;
Ethylenglycolmonobutylether)

OEL TWA 98 mg/m3
20 ppm

OEL STEL 246 mg/ms3
50 ppm

Remark E (betyder, at stoffet har en EF-greensevaerdi); H (betyder, at stoffet kan

optages gennem huden)

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

BEK nr 202 af 21/02/2023

Estonia - Occupational Exposure Limits

Local name 2-butokstietanool (o-buttletiileenglikool, etiileenglikoolmono-
butiileeter, butliltsellosolv)

OEL TWA 98 mg/m3
20 ppm

OEL STEL 246 mg/ms3
50 ppm

Remark A (Naha kaudu kergesti imenduv aine), S (Sensibiliseeriv aine)

OEL chemical category

Skin notation, Sensitizer

Regulatory reference

Vabariigi Valitsuse 20. martsi 2001. a maaruse nr 105 (RT |, 21.12.2022, 3)

Finland - Occupational Exposure Limits

Local name 2-Butoksietanoli
HTP (OEL TWA) 98 mg/m3
20 ppm
HTP (OEL STEL) 250 mg/m3
50 ppm
Remark lho

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

HTP-ARVOT 2020 (Sosiaali- ja terveysministerio)
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766-01-0179S
(Origingal SDS:
MEGA12BK 07/11/2023)

2-butoxyethanol; ethylene glycol monobutyl ether (111-76-2)

France - Occupational Exposure Limits

Local name

2-Butoxyéthanol (Butylglycol)

VME (OEL TWA)

49 mg/m3 (restrictive limit)

10 ppm (restrictive limit)

VLE (OEL C/STEL)

246 mg/m3 (restrictive limit)

50 ppm (restrictive limit)

Remark

Valeurs reglementaires contraignantes. Risque de pénétration percutanée

OEL chemical category

Risk of cutaneous absorption

Regulatory reference

Article R4412-149 du Code du travail (réf.: INRS ED 6443, 2022; Outil65;
Décret n° 2019-1487; Décret n° 2020-1546; Décret n° 2021-434; Décret n°
2021-1849)

Germany - Occupational Exposure Limits (TRGS 900)

Local name

2-Butoxyethanol

Occupational exposure limit value (mg/ms3)
(TRGS900)

49 mg/m3 (the risk of damage to the embryo or fetus can be excluded when
AGW and BGW values are observed)

Occupational exposure limit value (ppm)
(TRGS900)

10 ppm (the risk of damage to the embryo or fetus can be excluded when
AGW and BGW values are observed)

Peak exposure limitation factor

2(1)

Remark

EU - Europaische Union (Von der EU wurde ein Luftgrenzwert festgelegt:
Abweichungen bei Wert und Spitzenbegrenzung sind méglich); DFG -
Senatskommission zur Priifung gesundheitsschadlicher Arbeitsstoffe der
DFG (MAK-Kommission); H - hautresorptiv; Y - Ein Risiko der
Fruchtschadigung braucht bei Einhaltung des Arbeitsplatzgrenzwertes und
des biologischen Grenzwertes (BGW) nicht beflirchtet zu werden

Chemical category

Skin notation

Regulatory reference

TRGS900

Germany - Biological limit values (TRGS 903)

Local name

2-Butoxyethanol

Biological limit value

150 mg/g creatinine Parameter: Butoxyacetic acid (after hydrolysis) -
Medium: urine - Sampling time: for long-term exposures: at the end of the
shift after several shifts

150 mg/g creatinine Parameter: Butoxyacetic acid (after hydrolysis) -
Medium: urine - Sampling time: end of shift

Regulatory reference

TRGS 903

Gibraltar - Occupational Exposure Limits

Local name 2-Butoxyethanol
OEL TWA 98 mg/m3

20 ppm
OEL STEL 246 mg/m3
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2-butoxyethanol; ethylene glycol monobutyl ether (111-76-2)

50 ppm

Remark

Skin

OEL chemical category

Skin notation

Regulatory reference

Factories (Control of Chemical Agents at Work) Regulations 2003 (LN.
2018/181)

Greece - Occupational Exposure Limits

Local name Bouto&u-aibavoAn, 2-
OEL TWA 120 mg/m?3
25 ppm

OEL chemical category

skin - potential for cutaneous absorption

Remark

H £vdelEn «B€pua» OTIC OPLAKEG TIPEC EMAYYEAUATIKNG €KOECNC EMICNUAivel
TO ev3EXOUEVO anuavtikng dieioduong YECW Tou dEPUATOC.

Regulatory reference

M.A. 90/1999 - Npootacia tng vyeiag Twv epyaloPEVWY TOU EKTIBEVTAL O
0PLOPEVOUG XNULKOUG TTAPAYOVTEG KATA TN JLAPKELA TNG £pYACiag Toug

Hungary - Occupational Exposure Limits

Local name 2-BUTOXIETANOL

AK (OEL TWA) 98 mg/m3

CK (OEL STEL) 246 mg/m3

Remark b (Béron at is felszivodik), i (ingerlé anyag, amely izgatja a bért,

nyalkahartyat, szemet vagy mindharmat); EU1 (2000/39/EK iranyelvben
kézélt,érték); T (Azok az anyagok, amelyek egészségkarosito hatasa
TARTOS expoziciot kovetéen jelentkezik)

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

5/2020. (Il. 6.) ITM rendelet - A kémiai koroki tényezék hatasanak kitett
munkavallalok egészségének és biztonsaganak védelmérdl

Ireland - Occupational Exposure Limits

Local name 2-Butoxyethanol (EGBE) [Ethylene glycol monobutyl ether]
OEL TWA 98 mg/m3
20 ppm
OEL STEL 246 mg/m3
50 ppm
Remark Sk (Substances which have the capacity to penetrate intact skin when they

come in contact with it, and be absorbed into the body), IOELV (Indicative
Occupational Exposure Limit Values)

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

Chemical Agents Code of Practice 2021

Ireland - Biological limit values

Local name

2-Butoxyethanol
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2-butoxyethanol; ethylene glycol monobutyl ether (111-76-2)

BMGV

200 mg/g creatinine Parameter: BAA - Medium: urine - Sampling time: End
of shift

Regulatory reference

Biological Monitoring Guidelines (HSA, 2011)

Italy - Occupational Exposure Limits

Local name Butossietanolo-2
OEL TWA 98 mg/m?3
20 ppm
OEL STEL 246 mg/ms3
50 ppm
Remark Cute

OEL chemical category

skin - potential for cutaneous absorption

Regulatory reference

Allegato XXXVIII del D.Lgs. 9 aprile 2008, n. 81 e s.m.i.

Latvia - Occupational Exposure Limits

Local name 2-Butoksietanols, (etilenglikola monobutiléteris, Butilcelosolvs)
OEL TWA 98 mg/m3
20 ppm
OEL STEL 246 mg/ms3
50 ppm
Remark Ada

OEL chemical category

skin - potential for cutaneous exposure

Regulatory reference

Ministru kabineta 2007. gada 15. maija noteikumiem Nr. 325

Lithuania - Occupational Exposure Limits

Local name Etilenglikolio monobutileteris (butilglikolis, 2-butoksietanolis)
IPRV (OEL TWA) 50 mg/m3

10 ppm
TPRV (OEL STEL) 100 mg/m3

20 ppm

Remark

O (medziaga j organizma gali prasiskverbti pro nepazeistg odg)

OEL chemical category

Skin notation

Regulatory reference

LIETUVOS HIGIENOS NORMA HN 23:2011 (Nr. V-695/A1-272, 2018-06-12)

Luxembourg - Occupational Exposure

Limits

Local name 2-Butoxyéthanol
OEL TWA 98 mg/m3

20 ppm
OEL STEL 246 mg/m3
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50 ppm

OEL chemical category

Possibility of significant uptake through the skin

Remark

Peau

Regulatory reference

Mémorial A N° 226 de 2021 concernant la protection de la sécurité et de la
santé des salariés contre les risques liés a des agents chimiques sur le lieu
de travail

Malta - Occupational Exposure Limits

Local name 2-Butoxyethanol
OEL TWA 98 mg/m?3
20 ppm
OEL STEL 246 mg/ms3
50 ppm
Remark Skin # Gilda

OEL chemical category

Possibility of significant uptake through the skin

Regulatory reference

S.L.424.24 - Chemical Agents at Work Regulations (L.N.356 of 2021)

Netherlands - Occupational Exposure Limits

Local name 2-Butoxyethanol
TGG-8u (OEL TWA) 100 mg/m3

20,4 ppm
TGG-15min (OEL STEL) 246 mg/m3

50 ppm

Remark

H (Huidopname) Stoffen die relatief gemakkelijk door de huid kunnen
worden opgenomen, hetgeen een substantiéle bijdrage kan betekenen aan
de totale inwendige blootstelling, hebben in de lijst een H-aanduiding. Bij
deze stoffen moeten naast maatregelen tegen inademing ook adequate
maatregelen ter voorkoming van huidcontact worden genomen.

MAC chemical category

Skin notation

Regulatory reference

Arbeidsomstandighedenregeling 2024

Poland - Occupational Exposure Limits

Local name 2-Butoksyetanol (butoksyetylowy alkohol)
NDS (OEL TWA) 98 mg/m?3
NDSCh (OEL STEL) 200 mg/ms3

Remark

Skora (Oznakowanie substancji notacja ,,skora” oznacza, ze wchtanianie
substancji przez skdére moze by¢é tak samo istotne jak przy narazeniu droga
oddechowa).

Regulatory reference

Dz. U. 2018 poz. 1286 wraz z p6zn. zm.

Portugal - Indicative Occupational Exposure Limit (IOEL)

Local name

2-Butoxietanol
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2-butoxyethanol; ethylene glycol monobutyl ether (111-76-2)
IOEL TWA 98 mg/m3

20 ppm
IOEL STEL 246 mg/m3

50 ppm
Remark Cutanea.
Regulatory reference Decreto-Lei n.° 1/2021 de 6 de janeiro
Portugal - Occupational Exposure Limits
Local name 2-Butoxietanol (EGBE)
OEL TWA 98 mg/m3 (indicative limit value)

20 ppm (indicative limit value)
OEL STEL 246 mg/m3 (indicative limit value)

50 ppm (indicative limit value)
OEL chemical category A3 - Confirmed Animal Carcinogen with Unknown Relevance to Humans,

skin - potential for cutaneous exposure indicative limit value

Remark A3 (Agente carcinogénico confirmado nos animais de laboratorio con
relevancia desconhecida no Homem); IBE (Indice bioldgico de exposigao)

Regulatory reference Norma Portuguesa NP 1796:2014

Portugal - Biological Exposure Indices

Local name 2-Butoxietanol (EGBE)

BEI 200 mg/g creatinine Parametro: Acido butoxiacético (BAA) - Meio: urina -
Momento da amostragem: Fim do turno - Notagao: Com hidrdlise

Regulatory reference Norma Portuguesa NP 1796:2014

Romania - Occupational Exposure Limits

Local name 2-Butoxietanol/Etilenglicol monobutileter
OEL TWA 98 mg/m3
20 ppm
OEL STEL 246 mg/m3
50 ppm
OEL chemical category Skin notation
Remark P - posibilitatea unei penetrari cutanate importante
Regulatory reference Hotararea Guvernului nr. 1.218/2006 (Hotararea nr. 53/2021)

Serbia - Occupational Exposure Limits

Local name 2-6yTOKCMETaHON
OEL TWA 98 mg/m?3
20 ppm

OEL STEL 246 mg/m3
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2-butoxyethanol; ethylene glycol monobutyl ether (111-76-2)

50 ppm

Remark

EY* — HanomeHa ga ce pagu 0 xeMujckum matepujama 3a Koje cy yTBpheHe
WHANKATUBHE FPaHNYHe BPEAHOCTY U3JI0XEHOCTM Npema AnpekTmeu
2000/39/E3 (npBa nncTa)

Regulatory reference

MPABUJTHUK o npeBeHTUBHMM Mepama 3a 6e36enaH v 3gpaB pag npu
nanaraky Xxemujckum matepujama (,,Cnyx6eHu rnacHuk PC”, 6p. 106/09,
117/17 n 107/21)

Slovakia - Occupational Exposure Limits

Local name 2-Butoxyetanol (butylglykol)
NPHV (OEL TWA) 98 mg/m?3
20 ppm
NPHV (OEL STEL) 246 mg/m3
50 ppm
NPHV (OEL C) 246 mg/m3
Remark K - znamena, Ze faktor méze byt lahko absorbovany kozou

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

Nariadenie vlady ¢. 355/2006 Z. z. (236/2020 Z. z.)

Slovenia - Occupational Exposure Limits

Local name 2-butoksietanol (butilglikol)
OEL TWA 98 mg/m3
20 ppm
OEL STEL 246 mg/ms3
50 ppm
Remark K (Lastnost laZzjega prehajanja snovi v organizem skozi kozo), Y (Snovi, pri

katerih ni nevarnosti za zarodek ob upostevanju mejnih vrednosti in bat
vrednosti), BAT (Bioloska mejna vrednost), EU

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

Uradni list RS, st. 72/2021 z dne 11.5.2021

Slovenia - Biological limit values

Local name

2-butoksietanol

BLV

150 mg/g creatinine Parameter: butoksiocetna kislina (po hidrolizi) -
Bioloski vzorec: urin - Cas vzoréenja: ob koncu delovne izmene, pri
dolgotrajni izpostavljenosti: ob koncu delovne izmene po veé zaporednih
delavnikih

Regulatory reference

Uradni list RS, st. 72/2021 z dne 11.5.2021

Spain - Occupational Exposure Limits

Local name

2-Butoxietanol (Butil cellosolve; Eter monobutilico del etilenglicol)

VLA-ED (OEL TWA)

98 mg/m3 (indicative limit value)
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2-butoxyethanol; ethylene glycol monobutyl ether (111-76-2)

20 ppm (indicative limit value)

VLA-EC (OEL STEL)

245 mg/ms3

50 ppm

Remark

Via dérmica (Indica que, en las exposiciones a esta sustancia, la aportaciéon
por la via cutdanea puede resultar significativa para el contenido corporal
total si no se adoptan medidas para prevenir la absorcion. En estas
situaciones, es aconsejable la utilizacién del control bioldgico para poder
cuantificar la cantidad global absorbida del contaminante), VLI (Agente
quimico para el que la U.E. estableci6 en su dia un valor limite indicativo),
VLB® (Agente quimico que tiene Valor Limite Bioldgico).

OEL chemical category

skin - potential for cutaneous absorption

Regulatory reference

Limites de Exposicién Profesional para Agentes Quimicos en Espana 2023.
INSHT

Spain - Biological limit values

Local name

2-Butoxietanol (Butil cellosolve; Eter monobutilico del etilenglicol)

BLV

200 mg/g creatinine Parameter: Butoxyacetic acid (with hydrolysis) -
Medium: urine - Sampling time: end of shift (with hydrolysis)

Regulatory reference

Limites de Exposicién Profesional para Agentes Quimicos en Espana 2023.
INSHT

Sweden - Occupational Exposure Limits

Local name Etylenglykolmonobutyleter (2-Butoxietanol)
NGV (OEL TWA) 50 mg/m3
10 ppm
KGV (OEL STEL) 246 mg/m3
50 ppm
Remark H (Amnet kan latt upptas genom huden. Det foreskrivna grinsvirdet

beddms ge tillrdckligt skydd endast under férutsattning att huden ar
skyddad mot exponering for &mnet ifraga)

OEL chemical category

Skin notation

Regulatory reference

Hygieniska gransvarden (AFS 2018:1)

United Kingdom - Occupational Exposure Limits

Local name 2-Butoxyethanol
WEL TWA (OEL TWA) 123 mg/m3
25 ppm
WEL STEL (OEL STEL) 246 mg/m3
50 ppm
Remark Sk (Can be absorbed through the skin. The assigned substances are those

for which there are concerns that dermal absorption will lead to systemic
toxicity)
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2-butoxyethanol; ethylene glycol monobutyl ether (111-76-2)

WEL chemical category

Potential for cutaneous absorption

Regulatory reference

EH40/2005 (Fourth edition, 2020). HSE

United Kingdom - Biological limit values

Local name

2-Butoxyethanol

BMGV

240 mmol/mol Creatinine Parameter: butoxyacetic acid - Medium: urine -
Sampling time: Post shift

Regulatory reference

EH40/2005 (Fourth edition, 2020). HSE

Iceland - Occupational Exposure Limits

Local name 2-Butoxyetandl (butylglykdl, butylsellosolv, etylenglykélmonobutyleter,
glykélménébutyleter)

OEL TWA 100 mg/m3
20 ppm

OEL STEL 246 mg/ms3
50 ppm

Remark H (efnio getur audveldlega borist inn i likamann gegnum hao)

Regulatory reference

Reglugerd um mengunarmaork og adgerdir til a0 draga ur mengun a
vinnustédum (Nr. 390/2009)

Norway - Occupational Exposure Limits

Local name

2-butoksyetanol (Butylglykol; Etylenglykolmonobutyleter)

Grenseverdi (OEL TWA)

50 mg/m3

10 ppm

Korttidsverdi (OEL STEL)

75 mg/m3 (value calculated)

20 ppm (value calculated)

Remark

H: Kjemikalier som kan tas opp gjennom huden; E: EU har en veiledende
grenseverdi og/eller anmerkning for stoffet.

OEL chemical category

Skin notation

Regulatory reference

FOR-2023-12-18-2278

North Macedonia - Occupational Exposure Limits

Local name 2-6yTokcueTaHon (6ytTunravkon)
OEL TWA 98 mg/m3
20 ppm
KTV 2,5
Short time value [mg/m3] 245 mg/ms3

Short time value

50 ppm
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2-butoxyethanol; ethylene glycol monobutyl ether (111-76-2)

Remark

(KTV) kpatkoTpajHa BpegHocT (KTB) 3Ha4m KoHueHTpaumja Ha onacHu
XEMWUCKM CYMNCTaHLM BO BO3AYyXOT Ha pabOTHOTO MeCTO BHaTpe BO 30HA Ha
Ovuierbe, Ha koja paboTHUKOT 6e3 oNacHOCT NOo 34paBjeTo MoXe Aa e
M3/10>KEeH Ha NMOKyco BpeMe. M3anoxeHocTa Ha KpaTKOTpajHu BpeaHoCTn
MOXe Aa Tpae HajBeke 15 MUHYTU 1 He cMee a ce MOBTOPU NOBeEKe 0f,
YyeTupunaTy Bo paboTHATa cMeHa, Npu LITO Mefy ABe U3N0XEeHOCTU Ha
OBaa KOHLeHTpaLmja Mopa Aa U3MUHEe HajManky 60 MUHYTK.
KpaTkoTpajHaTa BpegHoCT e uspaseHa B0 mg/m3 nnu Bo ml/m3(ppm) a e
[afeHa Kako MHOTFyKpaTHM 403BOJIEHW NpeYyeKkopyBarba Ha rpaHMyHaTa
BpepHocT; (K) cBOjcTBO Ha MONECHO NMpeHecyBake Ha CyrncTaHLUTE BO
opraHnamoT npeky koxata; (EU) European Union — rpaHu4Ha BpegHoCT,
onpepeneHa Ha HMBO Ha EBponckaTta yHuja

Regulatory reference

MpaBunHnK 3a MUHUManHUTe 6aparba 3a 6e36egHOCT 1 3apaBsje Npu
paboTa Ha BpaboTeHW 0 pU3NLM NMOBP3aHU CO U3NOXYBare Ha XEMUCKM
cynctaHuum (,,Cnyx6eH BecHuK Ha Peny6nnka MakenoHuja” 6p.46/10)

Switzerland - Occupational Exposure Limits

Local name 2-Butoxyéthanol / 2-Butoxyethanol [Butylglykol,
Ethylenglykolmonobutylether]

MAK (OEL TWA) 49 mg/m3
10 ppm

KZGW (OEL STEL) 98 mg/m3
20 ppm

Notation R, SSc, B/H, SSc, B

Remark INRS, HSE, NIOSH

OEL chemical category

Skin notation

Regulatory reference

www.suva.ch, 01.01.2024

Switzerland - BAT

Local name

2-Butoxyéthanol / 2-Butoxyethanol

BAT

150 mg/g creatinine Parameter: 2-Butoxyacetic acid (after hydrolysis) -
Medium: urine - Sampling time: end of shift, and after several shifts (for
long-term exposures)

Regulatory reference

Ordonnance 832.30 (OPA), article 50 al. 3, www.suva.ch/valeurs-limites /
Verordnung 832.30 (VUV), Art. 50 Abs. 3, www.suva.ch/grenzwerte

USA - ACGIH - Occupational Exposure Limits

Local name

2-Butoxyethanol (EGBE)

ACGIH OEL TWA

20 ppm

Remark (ACGIH)

TLV® Basis: Eye & URT irr. Notations: A3 (Confirmed Animal Carcinogen
with Unknown Relevance to Humans); BEI

ACGIH chemical category

Confirmed Animal Carcinogen with Unknown Relevance to Humans

Regulatory reference

ACGIH 2024




SAFETY DATA SHEET Page: 33/87

Revision nr: 3.0

Issue date : 12/03/2025

QUICKSILV=R

Quickare Fuel Treatment Supersedes : 31/05/2015

766-01-0179S
(Origingal SDS:
MEGA12BK 07/11/2023)

2-butoxyethanol; ethylene glycol monobutyl ether (111-76-2)

USA - ACGIH - Biological Exposure Indices

Local name

2-Butoxyethanol

BEI

200 mg/g creatinine Parameter: Butoxyacetic acid with hydrolysis -
Medium: urine - Sampling time: end of shift

Regulatory reference

ACGIH 2024

ethylbenzene (100-41-4)

EU - Indicative Occupational Exposure Limit (IOEL)

Local name Ethylbenzene
IOEL TWA 442 mg/m?3
100 ppm
IOEL STEL 884 mg/m3
200 ppm
Remark Possibility of significant uptake through the skin

Regulatory reference

COMMISSION DIRECTIVE 2000/39/EC

Albania - Occupational Exposure Limits

Local name Etilbenzen
OEL TWA 442 mg/m3
100 ppm
OEL STEL 884 mg/ms3
200 ppm
Remark Lékuré (tregon mundésiné e njé marrjeje té réndésishme népérmjet

lékurés)

Regulatory reference

VENDIM Nr. 522, daté 6.8.2014 PER MIRATIMIN E RREGULLORES “PER
MBROJTJEN E SIGURISE DHE SHENDETIT TE PUNEMARRESVE NGA
RISQET E LIDHURA ME AGJENTET KIMIKE NE PUNE”

Austria - Occupational Exposure Limits

Local name Ethylbenzol
MAK (OEL TWA) 440 mg/m3
100 ppm
MAK (OEL STEL) 880 mg/m3
200 ppm
Remark H

OEL chemical category

Skin notation

Regulatory reference

BGBI. Il Nr. 156/2021

Belgium - Occupational Exposure Limits

OEL TWA

87 mg/m?3
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20 ppm

OEL STEL

551 mg/m?3

125 ppm

OEL chemical category

Skin, Skin notation

Bulgaria - Occupational Exposure Limits

Local name ETnn6enseH

OEL TWA 435 mg/m?3

OEL STEL 545 mg/m?3

Remark Koxa (Bb3MoXkHa e 3HauYuTenHa pe3opbumna 4ypes koxara); ® (XuMmnyHu

areHTu, 3a KOUTO ca onpeaeneHn rpaHNYHN CTOMHOCTY BbB Bb3dyxa Ha
paboTHaTa cpena 3a EBponeinckaTa ob6LHOCT)

Regulatory reference

Hapen6a Ne 13 ot 30.12.2003 r. 3a 3alumMTa Ha paboTeLlinTe oT PUCKOBE,
CBbP3aHU C eKCrno3uumna Ha XMMUYHN areHTu npu paboTta (usam. n gon. [1B.
6p. 47 ot 2021 r., B cuna ot 04.06.2021 r.)

Bulgaria - Biological limit values

Local name

ETnn6enseH

BLV

2000 mg/g creatinine Parameter: Mandelic acid and Phenylglyoxylic acid -
total - Medium: urine - Sampling time: at the end of exposure or end of
work shift (possible significant absorption through the skin)

Regulatory reference

Hapen6a Ne 13 ot 30.12.2003 r. 3a 3alumMTa Ha paboTeLlinTe oT PUCKOBE,
CBbpP3aHU C eKCrno3uumna Ha XMMUYHW areHTu npu paboTta (usm. n gon. [1B.
6p. 47 ot 2021 r., B cuna ot 04.06.2021 r.)

Croatia - Occupational Exposure Limits

Local name Etilbenzen

GVI (OEL TWA) 442 mg/m3
100 ppm

KGVI (OEL STEL) 884 mg/m3
200 ppm

Remark

Direktiva: 2000/39/EZ. Napomena: Koza (razvrstana kao tvar koja nadrazuje
kozu (H315))

OEL chemical category

Skin notation

Regulatory reference

Pravilnik o zastiti radnika od izlozenosti opasnim kemikalijama na radu,
graniénim vrijednostima izloZzenosti i bioloskim graniénim vrijednostima
(NN 148/2023)

Croatia - Biological limit values

Local name

Etilbenzen
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BLV

1,5 mg/l Parameter: Ethylbenzene - Medium: blood - Sampling time: during
exposure

1,5 g/g creatinine Parameter: Mandelic acid - Medium: urine - Sampling
time: at the end of the work shift and at the end of the working week
(calculated on the average Creatinine value of 1.2 g/L urine)

Regulatory reference

Pravilnik o zastiti radnika od izlozenosti opasnim kemikalijama na radu,
grani¢nim vrijednostima izlozenosti i bioloskim grani¢nim vrijednostima
(NN 91/2018)

Cyprus - Occupational Exposure Limits

Local name ABuloBeviévio
OEL TWA 442 mg/m?3

100 ppm
OEL STEL 884 mg/m3

200 ppm

OEL chemical category

Skin-potential for cutaneous absorption

Remark

dépua

Regulatory reference

Kavoviopoi tou 2007 (K.A.M. 295/2007)

Czech Republic - Occupational Exposure Limits

Local name Ethylbenzen

PEL (OEL TWA) 200 mg/m3
45,33 ppm

NPK-P (OEL C) 500 mg/m3
113,32 ppm

Remark

D - pfi expozici se vyznamné uplatriuje pronikani faktoru kdzi, B - u latky je
zaveden biologicky expozi¢ni test (BET) v moci nebo krvi, P - u latky nelze
vyloucit zavazné pozdni ucinky (s vétou H372, H373).

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

Nafizeni vlady €. 361/2007 Sb. (Pfedpis 330/2023 Sb.)

Czech Republic - Biological limit values

Local name

Ethylbenzen

BLV

1100 pmol/mmol Creatinine Parameter: Mandelic acid - Medium: urine -
Sampling time: end of shift

1500 mg/g creatinine Parameter: Mandelic acid - Medium: urine - Sampling
time: end of shift

Regulatory reference

Vyhlaska ¢. 107/2013 Sb. (kterou se méni vyhlaska ¢. 432/2003 Sb.)

Denmark - Occupational Exposure Limits

Local name

Ethylbenzen

OEL TWA

217 mg/m3

50 ppm
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OEL STEL 434 mg/m3
100 ppm
Remark E (betyder, at stoffet har en EF-graensevaerdi); H (betyder, at stoffet kan

optages gennem huden); K (betyder, at stoffet anses for at kunne vaere
kreeftfremkaldende)

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

BEK nr 202 af 21/02/2023

Estonia - Occupational Exposure Limits

Local name Etlilbenseen
OEL TWA 442 mg/m?3
100 ppm
OEL STEL 884 mg/m3
200 ppm
Remark A (Naha kaudu kergesti imenduv aine), S (Sensibiliseeriv aine)

OEL chemical category

Skin notation, Sensitizer

Regulatory reference

Vabariigi Valitsuse 20. martsi 2001. a maaruse nr 105 (RT I, 21.12.2022, 3)

Finland - Occupational Exposure Limits

Local name Etyylibentseeni
HTP (OEL TWA) 220 mg/m3

50 ppm
HTP (OEL STEL) 880 mg/m3

200 ppm
Remark lho

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

HTP-ARVOT 2020 (Sosiaali- ja terveysministerio)

Finland - Biological limit values

Local name

Etyylibentseeni

BLV

Parameter: Mandelic acid - Medium: urine - Sampling time: after the shift
after a working week or exposure period

Regulatory reference

HTP-ARVOT 2020 (Sosiaali- ja terveysministerio)

France - Occupational Exposure Limits

Local name

Ethylbenzéne

VME (OEL TWA)

88,4 mg/m3 (restrictive limit)

20 ppm (restrictive limit)

VLE (OEL C/STEL)

442 mg/m3 (restrictive limit)

100 ppm (restrictive limit)
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Remark

Valeurs reglementaires contraignantes. Risque de pénétration percutanée

OEL chemical category

Risk of cutaneous absorption

Regulatory reference

Article R4412-149 du Code du travail (réf.: INRS ED 6443, 2022; Outil65;
Décret n° 2019-1487; Décret n° 2020-1546; Décret n° 2021-434; Décret n°
2021-1849)

France - Biological limit values

BLV

Parameter: Mandelic acid - Medium: urine - Sampling time: end of shift at
end of workweek (per the Authority, the values for this substance must be
decided and/or determined on a case by case basis. Guidance for the
calculation of and interpretation of values is provided in the source)

Germany - Occupational Exposure Limits (TRGS 900)

Local name

Ethylbenzol

Occupational exposure limit value (mg/ms3)
(TRGS900)

88 mg/m3 (the risk of damage to the embryo or fetus can be excluded when
AGW and BGW values are observed)

Occupational exposure limit value (ppm)
(TRGS900)

20 ppm (the risk of damage to the embryo or fetus can be excluded when
AGW and BGW values are observed)

Peak exposure limitation factor

2(1)

Remark

DFG - Senatskommission zur Priifung gesundheitsschadlicher Arbeitsstoffe
der DFG (MAK-Kommission); H - hautresorptiv; Y - Ein Risiko der
Fruchtschadigung braucht bei Einhaltung des Arbeitsplatzgrenzwertes und
des biologischen Grenzwertes (BGW) nicht befiirchtet zu werden; EU -
Europaische Union (Von der EU wurde ein Luftgrenzwert festgelegt:
Abweichungen bei Wert und Spitzenbegrenzung sind moglich)

Chemical category

Skin notation

Regulatory reference TRGS900
Germany - Biological limit values (TRGS 903)
Local name Ethylbenzol

Biological limit value

250 mg/g creatinine Parameter: Mandelic acid plus Phenylglyoxylic acid -
Medium: urine - Sampling time: end of shift

Regulatory reference

TRGS 903

Gibraltar - Occupational Exposure Limits

Local name Ethylbenzene
OEL TWA 442 mg/m3
100 ppm
OEL STEL 884 mg/m3
200 ppm
Remark Skin

OEL chemical category

Skin notation

Regulatory reference

Factories (Control of Chemical Agents at Work) Regulations 2003 (LN.
2018/181)
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Greece - Occupational Exposure Limits

Local name ABuloBevioAlo
OEL TWA 435 mg/m3

100 ppm
OEL STEL 545 mg/m3

125 ppm

Regulatory reference

M.A. 90/1999 - Npootacia Tng vyeiag Twv epyaloyEvwy Tou eKTiBevTal o
OPLOPEVOUCG XNPLKOUG TTAPAyoVTEG Katd tn dLapKeLd TNG Epyaciag Toug

Hungary - Occupational Exposure Limits

Local name ETILBENZOL
AK (OEL TWA) 442 mg/m3
CK (OEL STEL) 884 mg/m3

Remark

b (Béron at is felszivodik), i (ingerlé anyag, amely izgatja a bért,
nyalkahartyat, szemet vagy mindharmat), BEM (bioldgiai expozicios
mutatd); EU1 (2000/39/EK iranyelvben kozolt érték); T (Azok az anyagok,
amelyek egészségkarositd hatasa TARTOS expozicit kévetSen jelentkezik)

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

5/2020. (Il. 6.) ITM rendelet - A kémiai koroki tényezék hatasanak kitett
munkavallalok egészségének és biztonsaganak védelmérél

Hungary - Biological Exposure Indices

Local name

Etilbenzol

BEI

1500 mg/g creatinine Bioldgiai expozicids (hatas) mutatd: mandulasav -
Biologiai minta: vizeletben - Mintavétel ideje: mhv., m.v. (munkahét végén,
muszak végén)

1110 pmol/mmol Creatinine Bioldgiai expozicios (hatas) mutato:
mandulasav - Bioldgiai minta: vizeletben - Mintavétel ideje: mhv., m.v.
(munkahét végén, muszak végén)

Regulatory reference

5/2020. (ll. 6.) ITM rendelet - A kémiai koroki tényezdk hatasanak kitett
munkavallalok egészségének és biztonsaganak védelmérdl

Ireland - Occupational Exposure Limits

Local name Ethylbenzene
OEL TWA 442 mg/m3
100 ppm
OEL STEL 884 mg/m3
200 ppm
Remark Sk (Substances which have the capacity to penetrate intact skin when they

come in contact with it, and be absorbed into the body), IOELV (Indicative
Occupational Exposure Limit Values)

OEL chemical category

Potential for cutaneous absorption
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Regulatory reference

Chemical Agents Code of Practice 2021

Ireland - Biological limit values

Local name

Ethyl benzene

BMGV

0,7 g/g creatinine Parameter: mandelic acid and phenylglyoxylic acid -
Medium: urine - Sampling time: End of shift at end of workweek -
Notations: Ns (Non-specific), Sq (Semi-quantitative)

Parameter: ethylbenzene - Medium: end-exhaled air - Sampling time: Not
critical - Notations: Sq (Semi-quantitative)

Regulatory reference

Biological Monitoring Guidelines (HSA, 2011)

Italy - Occupational Exposure Limits

Local name Etilbenzene
OEL TWA 442 mg/m?3
100 ppm
OEL STEL 884 mg/ms3
200 ppm
Remark Cute

OEL chemical category

skin - potential for cutaneous absorption

Regulatory reference

Allegato XXXVIII del D.Lgs. 9 aprile 2008, n. 81 e s.m.i.

Latvia - Occupational Exposure Limits

Local name Etilbenzols
OEL TWA 442 mg/m3
100 ppm
OEL STEL 884 mg/ms3
200 ppm
Remark Ada, letekme uz dzirdi

OEL chemical category

skin - potential for cutaneous exposure

Regulatory reference

Ministru kabineta 2007. gada 15. maija noteikumiem Nr. 325 (Grozijumi
Ministru kabineta 2015. gada 7. aprili noteikumiem Nr. 163)

Lithuania - Occupational Exposure Limits

Local name Etilbenzenas

IPRV (OEL TWA) 442 mg/m3
100 ppm

TPRV (OEL STEL) 884 mg/m3
200 ppm

Remark

O (medziaga j organizma gali prasiskverbti pro nepazeista oda)

OEL chemical category

Skin notation

Regulatory reference

LIETUVOS HIGIENOS NORMA HN 23:2011 (Nr. V-695/A1-272, 2018-06-12)
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Luxembourg - Occupational Exposure Limits

Local name Ethylbenzene

OEL TWA 442 mg/m?3
100 ppm

OEL STEL 884 mg/m3
200 ppm

OEL chemical category

Possibility of significant uptake through the skin

Remark

Peau

Regulatory reference

Mémorial A N° 226 de 2021 concernant la protection de la sécurité et de la
santé des salariés contre les risques liés a des agents chimiques sur le lieu
de travail

Malta - Occupational Exposure Limits

Local name Ethylbenzene
OEL TWA 442 mg/m3
100 ppm
OEL STEL 884 mg/ms3
200 ppm
Remark Skin # Gilda

OEL chemical category

Possibility of significant uptake through the skin

Regulatory reference

S.L.424.24 - Chemical Agents at Work Regulations (L.N.356 of 2021)

Netherlands - Occupational Exposure Limits

Local name Ethylbenzeen

TGG-8u (OEL TWA) 215 mg/m3
48,6 ppm

TGG-15min (OEL STEL) 430 mg/m3
97,3 ppm

Remark

H (Huidopname) Stoffen die relatief gemakkelijk door de huid kunnen
worden opgenomen, hetgeen een substantiéle bijdrage kan betekenen aan
de totale inwendige blootstelling, hebben in de lijst een H-aanduiding. Bij
deze stoffen moeten naast maatregelen tegen inademing ook adequate
maatregelen ter voorkoming van huidcontact worden genomen.

MAC chemical category

Skin notation

Regulatory reference

Arbeidsomstandighedenregeling 2024

Poland - Occupational Exposure Limits

Local name

Etylobenzen

NDS (OEL TWA)

200 mg/m3

NDSCh (OEL STEL)

400 mg/m?3
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Remark

Skora (Oznakowanie substancji notacja ,,skéra” oznacza, ze wchtanianie
substancji przez skdre moze by¢ tak samo istotne jak przy narazeniu droga
oddechowa).

Regulatory reference

Dz. U. 2018 poz. 1286 wraz z p6zn. zm.

Portugal - Indicative Occupational Exposure Limit (IOEL)
Local name Etilbenzeno
IOEL TWA 442 mg/m3
100 ppm
IOEL STEL 884 mg/m3
200 ppm
Remark Cutéanea.

Regulatory reference

Decreto-Lei n.° 1/2021 de 6 de janeiro

Portugal - Occupational Exposure Limits

Local name Etilbenzeno

OEL TWA 442 mg/m3 (indicative limit value)
100 ppm (indicative limit value)

OEL STEL 884 mg/ms3 (indicative limit value)

200 ppm (indicative limit value)

OEL chemical category

A3 - Confirmed Animal Carcinogen with Unknown Relevance to Humans,
skin - potential for cutaneous exposure indicative limit value

Remark

A3 (Agente carcinogénico confirmado nos animais de laboratorio con
relevancia desconhecida no Homem); IBE (Indice bioldgico de exposigao)

Regulatory reference

Norma Portuguesa NP 1796:2014

Portugal - Biological Exposure Indices

Local name

Etilbenzeno

BEI

0,7 g/g creatinine Parametro: Soma do acido mandélico e do acido
fenilflioxilico - Meio: urina - Momento da amostragem: Fim do turno -
Notacao: Ne (Nao especifico)

Regulatory reference

Norma Portuguesa NP 1796:2014

Romania - Occupational Exposure Limits

Local name Etilbenzen

OEL TWA 442 mg/m3
100 ppm

OEL STEL 884 mg/m3
200 ppm

OEL chemical category

Skin notation

Remark

P - posibilitatea unei penetrari cutanate importante
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Regulatory reference

Hotararea Guvernului nr. 1.218/2006 (Hotararea nr. 53/2021)

Romania - Biological limit values

Local name

Etilbenzen

BLV

1,5 g/g creatinine Parameter: Mandelic acid - Medium: urine - Sampling
time: end of work week

Regulatory reference

Hotararea Guvernului nr. 1.218/2006 (Hotararea nr. 584/2018)

Serbia - Occupational Exposure Limits

Local name eTunbeHs3eH
OEL TWA 442 mg/m?3
100 ppm
OEL STEL 884 mg/m3
200 ppm
Remark EY* — HanomeHa fia ce paau o xeMujckum matepujama 3a Koje cy yTBpheHe

WHOMKATUBHE rpaHWYHe BPEAHOCTU N3NTI0XEHOCTU npema JmpekTmsu
2000/39/E3 (npBa nucta); K — HanomeHa fa xemujcka maTepuja Moxe
LWITETHO AEeNIoOBaTU Ha KOXY

Regulatory reference

MPABUTHUK o npeBeHTUBHMM Mepama 3a 6e3bepaH v 3gpaB pag npu
nanaraky Xemujckum matepujama (,,Cnyx6eHun rnacHuk PC”, 6p. 106/09,
117/17 v 107/21)

Slovakia - Occupational Exposure Limits

Local name Etylbenzén
NPHV (OEL TWA) 442 mg/m3
100 ppm
NPHV (OEL STEL) 884 mg/m3
200 ppm
NPHV (OEL C) 884 mg/m3
Remark K - znamena, Ze faktor méze byt l'ahko absorbovany kozou

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

Nariadenie vlady €. 355/2006 Z. z. (236/2020 Z. z.)

Slovakia - Biological limit values

Local name

Etylbenzén

BLV

12 mg/l Parameter: 2 and 4-Ethylphenol - Medium: urine - Sampling time:
end of exposure or work shift (also after all work shifts for long-term
exposure)

1600 mg/l Parameter: Mandelic acid and Phenylglycolic acid - Medium:
urine - Sampling time: end of exposure or work shift (also after all work
shifts for long-term exposure)

Regulatory reference

Nariadenie vlady ¢. 355/2006 Z. z. (Zmena: 471/2011 Z.z.)
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Slovenia - Occupational Exposure Limits

Local name etilbenzen
OEL TWA 442 mg/m?3
100 ppm
OEL STEL 884 mg/m3
200 ppm
Remark K (Lastnost lazjega prehajanja snovi v organizem skozi kozo), Y (Snovi, pri

katerih ni nevarnosti za zarodek ob upostevanju mejnih vrednosti in bat
vrednosti), BAT (BioloSka mejna vrednost), EKA (Zveza med koncentracijo
rakotvornih snovi v zraku na delovnhem mestu in koli¢ino snovi in/ali njenih
metabolitov v organizmu), EU

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

Uradni list RS, §t. 72/2021 z dne 11.5.2021

Slovenia - Biological limit values

Local name

etilbenzen

BLV

250 mg/g creatinine Parameter: mandljeva kislina in fenilglioksilna kislina -
Bioloski vzorec: urin - Cas vzorcéenja: ob koncu delovne izmene

Regulatory reference

Uradni list RS, §t. 72/2021 z dne 11.5.2021

Spain - Occupational Exposure Limits

Local name

Etilbenceno

VLA-ED (OEL TWA)

441 mg/m3 (indicative limit value)

100 ppm (indicative limit value)

VLA-EC (OEL STEL)

884 mg/m3

200 ppm

Remark

Via dérmica (Indica que, en las exposiciones a esta sustancia, la aportacion
por la via cutanea puede resultar significativa para el contenido corporal
total si no se adoptan medidas para prevenir la absorcién. En estas
situaciones, es aconsejable la utilizacién del control biolégico para poder
cuantificar la cantidad global absorbida del contaminante), VLB® (Agente
quimico que tiene Valor Limite Bioldgico) , VLI (Agente quimico para el que
la U.E. establecio en su dia un valor limite indicativo).

OEL chemical category

skin - potential for cutaneous absorption

Regulatory reference

Limites de Exposicidon Profesional para Agentes Quimicos en Espana 2023.
INSHT

Spain - Biological limit values

BLV

700 mg/g creatinine Parameter: Mandelic acid plus Phenylglyoxylic acid -
Medium: urine - Sampling time: end of workweek

Sweden - Occupational Exposure Limits

Local name

Etylbensen
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NGV (OEL TWA) 220 mg/m3
50 ppm

KGV (OEL STEL) 884 mg/m3
200 ppm

Remark

H (Amnet kan l4tt upptas genom huden. Det féreskrivna grénsvérdet
bedoms ge tillrackligt skydd endast under forutsattning att huden ar
skyddad mot exponering for &mnet ifraga)

OEL chemical category

Skin notation

Regulatory reference

Hygieniska gréansvarden (AFS 2018:1)

United Kingdom - Occupational Exposure Limits

Local name Ethylbenzene
WEL TWA (OEL TWA) 441 mg/m3
100 ppm
WEL STEL (OEL STEL) 552 mg/m3
125 ppm
Remark Sk (Can be absorbed through the skin. The assigned substances are those

for which there are concerns that dermal absorption will lead to systemic
toxicity)

WEL chemical category

Potential for cutaneous absorption

Regulatory reference

EH40/2005 (Fourth edition, 2020). HSE

Iceland - Occupational Exposure Limits

Local name Etylbensen
OEL TWA 200 mg/ms3
50 ppm
OEL STEL 884 mg/m3
200 ppm
Remark H (efnid getur audveldlega borist inn i likamann gegnum hao)

Regulatory reference

Reglugerd um mengunarmork og adgeroir til ad draga ur mengun a
vinnustéoum (Nr. 390/2009)

Norway - Occupational Exposure Limits

Local name Etylbenzen
Grenseverdi (OEL TWA) 20 mg/m3
5 ppm

Korttidsverdi (OEL STEL)

30 mg/m3 (value calculated)

10 ppm (value calculated)
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Remark

H: Kjemikalier som kan tas opp gjennom huden; K: Kjemikalier som skal
betraktes som kreftfremkallende; E: EU har en veiledende grenseverdi
og/eller anmerkning for stoffet.

OEL chemical category

Skin notation, Carcinogen

Regulatory reference

FOR-2023-12-18-2278

North Macedonia - Occupational Exposure Limits

Local name eTunbeHs3eH

OEL TWA 442 mg/m?3
100 ppm

KTV 2

Short time value [mg/m?3] 884 mg/m3

Short time value 200 ppm

Remark

(KTV) kpaTkoTpajHa BpegHocT (KTB) 3Hauu koHUeHTpaLumja Ha onacHu
XEMUCKMN CYNCTaHLuM BO BO34yXOT Ha paBOTHOTO MECTO BHaTpe BO 30Ha Ha
Ouvuiere, Ha koja paboTHUKOT 63 onacHOCT Mo 34paBjeTo MoXe Aa e
N3N0XEH Ha NoKyco BpemMe. M3noxeHocTa Ha KpaTKoTpajHU BpeaHOCTH
MOXe Aa Tpae HajBeke 15 MUHYTU 1 He cMee a ce MOBTOPU NOBeEKe 0f,
YyeTMpunaTh BO paboTHaTa CMeHa, Npu WTO Mefy ABE U3IOXKEHOCTM Ha
OBaa KOHLIEHTpaumja Mopa Aa n3amMuHe Hajmasnky 60 MUHYTW.
KpaTkoTpajHaTa BpegHoCT e u3paseHa B0 mg/m3 nnu Bo ml/m3(ppm) a e
JafieHa Kako MHOTFyKpaTHU L03BOJIEHW MPEeYeEKOpyBaka Ha rpaHMyHaTa
BpeaHocT; (K) cBojcTBO Ha MofiecHO NpeHecyBake Ha CyrncTaHUUTe BO
opraHu3moT npeky koxarta; (BAT) 6uonolika rpaHMyYHa BpeAHOCT — npar Ha
6vonoLKa rpaHMYHa BPEAHOCT, WTO 3Ha4Yu NpeaynpeayBatbe Ha onacHa
XeMMCcKa CyrncTaHua U Hej3uHM MeTabonuTy BO TKMBATa, TENIECHUTE
TEYHOCTU WU N3OULLYBaHETO Ha BO3AyxoT, 6e3 ornieq Ha Toa, fAanu
onacHaTa XeMucka cyrncTaHLa e BHECEHa BO OPraHM3MOT CO BAULLYBaH-E,
rontarbe Unu npeky koxarta; (EU) European Union - rpaHnMyHa BpegHocT,
onpepeneHa Ha HMBO Ha EBponckaTa yHuja

Regulatory reference

MpaBunHMK 3a MMHUManHUTe 6aparba 3a 6e36egHOCT 1 34pasje Npu
paboTa Ha BpaboTeHU oA pn3nNLM NOBP3aHU CO U3NOXYBare Ha XEMUCKU
cynctaHum (,,Cnyx6eH BecHuK Ha Penybnuka MakegoHuja” 6p.46/10)

Switzerland - Occupational Exposure Limits

Local name Ethylbenzéne / Ethylbenzol
MAK (OEL TWA) 220 mg/m3
50 ppm
KZGW (OEL STEL) 220 mg/m3
50 ppm
Notation R,OB B/H,0.B
Remark NIOSH

OEL chemical category

Skin notation

Regulatory reference

www.suva.ch, 01.01.2024
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ethylbenzene (100-41-4)

Switzerland - BAT

Local name Ethylbenzene / Ethylbenzol

BAT 600 mg/g creatinine Parameter: Mandelic acid and Phenylglyoxylacid -
Medium: urine - Sampling time: end of shift (see also Styrene)

Remark v. aussi styrene / s. auch Styrol

Regulatory reference

Ordonnance 832.30 (OPA), article 50 al. 3, www.suva.ch/valeurs-limites /
Verordnung 832.30 (VUV), Art. 50 Abs. 3, www.suva.ch/grenzwerte

USA - ACGIH - Occupational Exposure Limits

Local name

Ethyl benzene

ACGIH OEL TWA

20 ppm

Remark (ACGIH)

TLV® Basis: URT & eye irr; ototoxicity; kidney eff; CNS impair. Notations:
OTO (Ototoxicant); A3 (Confirmed Animal Carcinogen with Unknown
Relevance to Humans); BEI

ACGIH chemical category

Confirmed Animal Carcinogen with Unknown Relevance to Humans

Regulatory reference

ACGIH 2024

USA - ACGIH - Biological Exposure Indices

Local name

Ethyl benzene

BEI

0,15 g/g creatinine Parameter: Sum of mandelic acid and phenylglyoxylic
acid - Medium: urine - Sampling time: end of shift (nonspecific)

Regulatory reference

ACGIH 2024

1,2,4-trimethylbenzene (95-63-6)

EU - Indicative Occupational Exposure Limit (IOEL)

Local name 1,2,4-Trimethylbenzene
IOEL TWA 100 mg/m3
20 ppm

Regulatory reference

COMMISSION DIRECTIVE 2000/39/EC

Albania - Occupational Exposure Limits

Local name Trimetil-1,2,4-benzen
OEL TWA 100 mg/m3
20 ppm

Regulatory reference

VENDIM Nr. 522, daté 6.8.2014 PER MIRATIMIN E RREGULLORES “PER
MBROJTJEN E SIGURISE DHE SHENDETIT TE PUNEMARRESVE NGA
RISQET E LIDHURA ME AGJENTET KIMIKE NE PUNE”

Austria - Occupational Exposure Limits

Local name

Trimethylbenzol (alle Isomeren): 1,2,4-Trimethylbenzol

MAK (OEL TWA)

100 mg/m3 (Trimethylbenzene all isomers)

20 ppm (Trimethylbenzene all isomers)
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1,2,4-trimethylbenzene (95-63-6)

MAK (OEL STEL)

150 mg/m3 (Trimethylbenzene)

30 ppm (Trimethylbenzene)

Regulatory reference

BGBI. Il Nr. 156/2021

Bulgaria - Occupational Exposure Limits

Local name 1,2,4-TpnmeTnn6eH3eH
OEL TWA 100 mg/m?3
20 ppm
Remark ¢ (XMMWYHM areHTn, 3a KOUTO ca ONpeaeneHn rpaHUYHN CTOUHOCTU BbB

Bb3ayxa Ha paboTHaTa cpeda 3a EBponeinckara o6LHocT)

Regulatory reference

Hapen6a Ne 13 ot 30.12.2003 r. 3a 3awumMTa Ha paboTeLlunTe oT PUCKOBE,
CBbp3aHu C eKCrno3uumna Ha XMMUYHN areHTu npu paboTta (uam. n gon. [1B.
6p. 47 ot 2021 r., B cuna ot 04.06.2021 r.)

Croatia - Occupational Exposure Limits

Local name 1,2,4 Trimetilbenzen
GVI (OEL TWA) 100 mg/m3

20 ppm
Remark Direktiva: 2000/39/EZ

Regulatory reference

Pravilnik o zastiti radnika od izloZenosti opasnim kemikalijama na radu,
graniénim vrijednostima izloZzenosti i bioloskim grani¢nim vrijednostima
(NN 148/2023)

Cyprus - Occupational Exposure Limits

Local name 1,2,4-TptuebuloBevloAlo
OEL TWA 100 mg/m3
20 ppm

Regulatory reference

Kavoviopoi tou 2007 (K.A.M. 295/2007)

Czech Republic - Occupational Exposure Limits

Local name 1,2,4-Trimethylbenzen (Pseudokumen)
PEL (OEL TWA) 100 mg/m3

20 ppm
NPK-P (OEL C) 250 mg/m3

50 ppm

Remark

| - drazdi sliznice (oci, dychaci cesty) resp. kuzi.

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

Nafrizeni vlady €. 361/2007 Sb. (Pfedpis 330/2023 Sb.)

Denmark - Occupational Exposure Limits

Local name

1,2,4-Trimethylbenzen

OEL TWA

100 mg/m3 (Trimethylbenzenes)
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1,2,4-trimethylbenzene (95-63-6)

20 ppm (Trimethylbenzenes)

OEL STEL 200 mg/m3 (Trimethylbenzenes)
40 ppm (Trimethylbenzenes)
Remark E (betyder, at stoffet har en EF-graensevaerdi)

Regulatory reference

BEK nr 202 af 21/02/2023

Estonia - Occupational Exposure Limits

Local name 1,2,4-trimetlllbenseen
OEL TWA 100 mg/m3
20 ppm

Regulatory reference

Vabariigi Valitsuse 20. méartsi 2001. a maaruse nr 105 (RT I, 21.12.2022, 3)

Finland - Occupational Exposure Limits

Local name

1,2,4-Trimetyylibentseeni

HTP (OEL TWA)

100 mg/m3

20 ppm

Regulatory reference

HTP-ARVOT 2020 (Sosiaali- ja terveysministerio)

France - Occupational Exposure Limits

Local name

1,2,4-Triméthylbenzene

VME (OEL TWA)

100 mg/m3 (restrictive limit)

20 ppm (restrictive limit)

VLE (OEL C/STEL)

250 mg/ms3 (restrictive limit)

50 ppm (restrictive limit)

Remark

Valeurs réglementaires contraignantes

Regulatory reference

Article R4412-149 du Code du travail (réf.: INRS ED 6443, 2022; Outil65;
Décret n°® 2019-1487; Décret n°® 2020-1546; Décret n° 2021-434; Décret n°
2021-1849)

France - Biological limit values

BLV

Parameter: Total Dimethylbenzoic acids (after hydrolysis) in urine -
Medium: urine - Sampling time: end of shift after several shits (per the
Authority, the values for this substance must be decided and/or
determined on a case by case basis. Guidance for the calculation of and
interpretation of values is provided in the source)

Germany - Occupational Exposure Limits (TRGS 900)

Local name

1,2,4-Trimethylbenzol

Occupational exposure limit value (mg/ms3)
(TRGS900)

100 mg/m3 (the risk of damage to the embryo or fetus can be excluded
when AGW and BGW values are observed)

Occupational exposure limit value (ppm)
(TRGS900)

20 ppm (the risk of damage to the embryo or fetus can be excluded when
AGW and BGW values are observed)

Peak exposure limitation factor

2(I)
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1,2,4-trimethylbenzene (95-63-6)

Remark

DFG - Senatskommission zur Prifung gesundheitsschadlicher Arbeitsstoffe
der DFG (MAK-Kommission); EU - Européische Union (Von der EU wurde
ein Luftgrenzwert festgelegt: Abweichungen bei Wert und
Spitzenbegrenzung sind méglich); Y - Ein Risiko der Fruchtschadigung
braucht bei Einhaltung des Arbeitsplatzgrenzwertes und des biologischen
Grenzwertes (BGW) nicht beflirchtet zu werden

Regulatory reference

TRGS900

Germany - Biological limit values (TRGS 903)

Local name

Trimethylbenzol (alle Isomeren): 1,2,4-Trimethylbenzol

Biological limit value

400 mg/g creatinine Parameter: Dimethylbenzoic acid (sum of all isomers
after hydrolysis) - Medium: urine - Sampling time: end of shift

400 mg/g creatinine Parameter: Dimethylbenzoic acid (sum of all isomers
after hydrolysis) - Medium: urine - Sampling time: for long-term
exposures: at the end of the shift after several shifts

Remark

Alle Isomeren: 1,2,3-Trimethylbenzol, 1,2,4-Trimethylbenzol, Mesitylen
(1,3,5-Trimethylbenzol)

Regulatory reference

TRGS 903

Gibraltar - Occupational Exposure Limits

Local name 1,2,4-Trimethylbenzene
OEL TWA 100 mg/m3
20 ppm

Regulatory reference

Factories (Control of Chemical Agents at Work) Regulations 2003 (LN.
2018/181)

Greece - Occupational Exposure Limits

Local name Tptuebulo-BevioAio, 1,2,4-
OEL TWA 125 mg/m3
25 ppm

Regulatory reference

M.A. 90/1999 - Mpootacia Tng uyeiag Twv epyalouEvwy Tou eKTibevial og
0PLOPEVOUG XNULKOUG TTaPAYOVTEG KATA TN JLAPKELA TNG £pYACiag TOug

Hungary - Occupational Exposure Limits

Local name 1,2,A-TRIMETILBENZOL
AK (OEL TWA) 100 mg/m3
Remark EU1 (2000/39/EK iranyelvben kozolt érték); T (Azok az anyagok, amelyek

egészségkarositd hatasa TARTOS expoziciot kdvetéen jelentkezik)

Regulatory reference

5/2020. (ll. 6.) ITM rendelet - A kémiai koroki tényezék hatasanak kitett
munkavallalok egészségének és biztonsaganak védelmérdl

Ireland - Occupational Exposure Limits

Local name

1,2,4-Trimethylbenzene

OEL TWA

100 mg/m?3

20 ppm
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1,2,4-trimethylbenzene (95-63-6)

OEL STEL 300 mg/m3 (calculated)
60 ppm (calculated)
Remark IOELV (Indicative Occupational Exposure Limit Values)

Regulatory reference

Chemical Agents Code of Practice 2021

Italy - Occupational Exposure Limits

Local name 1,2,4-Trimetilbenzene
OEL TWA 100 mg/m3
20 ppm

Regulatory reference

Allegato XXXVIII del D.Lgs. 9 aprile 2008, n. 81 e s.m.i.

Latvia - Occupational Exposure Limits

Local name 1,2,4-Trimetilbenzols (pseidokumols)
OEL TWA 100 mg/m3
20 ppm

Regulatory reference

Ministru kabineta 2007. gada 15. maija noteikumiem Nr. 325

Luxembourg - Occupational Exposure Limits

Local name 1,2,4-Triméthylbenzene
OEL TWA 100 mg/m3
20 ppm

Regulatory reference

Mémorial A N° 226 de 2021 concernant la protection de la sécurité et de la
santé des salariés contre les risques liés a des agents chimiques sur le lieu
de travail

Malta - Occupational Exposure Limits

Local name 1,2,4-Trimethylbenzene
OEL TWA 100 mg/m3
20 ppm

Regulatory reference

S.L.424.24 - Chemical Agents at Work Regulations (L.N.356 of 2021)

Netherlands - Occupational Exposure Limits

Local name 1,2,4-Trimethylbenzeen
TGG-8u (OEL TWA) 100 mg/m3

20 ppm
TGG-15min (OEL STEL) 200 mg/ms3

40 ppm

Regulatory reference

Arbeidsomstandighedenregeling 2024

Poland - Occupational Exposure Limits

Local name

Trimetylobenzen - mieszanina izomeréw (1,2,4-)

NDS (OEL TWA)

100 mg/m?3
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NDSCh (OEL STEL)

170 mg/m3 (Trimethylbenzene, mixture of isomers)

Remark

Skora (Oznakowanie substancji notacja ,,skéra” oznacza, ze wchtanianie
substancji przez skére moze by¢ tak samo istotne jak przy narazeniu droga
oddechowa).

Regulatory reference

Dz. U. 2018 poz. 1286 wraz z p6zn. zm.

Portugal - Occupational Exposure Limits

OEL TWA

100 mg/m3 (indicative limit value)

20 ppm (indicative limit value)

Romania - Occupational Exposure Limits

Local name 1,2,4-trimetilbenzen
OEL TWA 100 mg/m3
20 ppm

Regulatory reference

Hotararea Guvernului nr. 1.218/2006 (Hotararea nr. 53/2021)

Serbia - Occupational Exposure Limits

Local name 1,2,4-TpumeTnnbeH3eH
OEL TWA 100 mg/m3
20 ppm
Remark EY* — HanomeHa fa ce paau o XxeMujckum matepujama 3a Koje cy yTBpheHe

NHOWKaTUBHE rpaHUYHe BPeAHOCTM U3JIOXKEHOCTU Npema [MpekTnen
2000/39/E3 (npBa nucTa)

Regulatory reference

MPABUJTHUK o npeBeHTUBHMM Mepama 3a 6e3bepaH v 3gpaB pag npu
nanarakby Xemujckum matepujama (,,Cnyx6eHu rnacHuk PC”, 6p. 106/09,
117/17 v 107/21)

Slovakia - Occupational Exposure Limits

Local name Trimetylbenzén (mezitylén) véetky izoméry
NPHV (OEL TWA) 100 mg/m3
20 ppm

Regulatory reference

Nariadenie vlady €. 355/2006 Z. z. (236/2020 Z. z.)

Slovenia - Occupational Exposure Limits

Local name 1,2,4-trimetilbenzen
OEL TWA 100 mg/m3
20 ppm
OEL STEL 200 mg/m3
40 ppm
Remark Y (Snovi, pri katerih ni nevarnosti za zarodek ob upostevanju mejnih

vrednosti in bat vrednosti), BAT (Bioloska mejna vrednost), EU

Regulatory reference

Uradni list RS, §t. 72/2021 z dne 11.5.2021
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1,2,4-trimethylbenzene (95-63-6)

Slovenia - Biological limit values

Local name

trimetilbenzen (vse izomere): 1,2,4-trimetilbenzen

BLV

400 mg/g creatinine Parameter: dimetilbenzojska kislina (vse izomere po
hidrolizi) - Biologki vzorec: urin - Cas vzoréenja: ob koncu delovne
izmene,pri dolgotrajni izpostavljenosti: ob koncu delovne izmene po veé
zaporednih delavnikih

Regulatory reference

Uradni list RS, st. 72/2021 z dne 11.5.2021

Spain - Occupational Exposure Limits

Local name

1,2,4-Trimetilbenceno

VLA-ED (OEL TWA)

100 mg/m3 (indicative limit value)

20 ppm (indicative limit value)

Remark

VLI (Agente quimico para el que la U.E. establecié en su dia un valor limite
indicativo).

Regulatory reference

Limites de Exposicién Profesional para Agentes Quimicos en Espana 2024.
INSHT

Sweden - Occupational Exposure Limits

Local name 1,2,4-Trimetylbensen

NGV (OEL TWA) 100 mg/m3 (Trimethylbenzenes)
20 ppm (Trimethylbenzenes)

KGV (OEL STEL) 170 mg/m3 (Trimethylbenzenes)

35 ppm (Trimethylbenzenes)

Regulatory reference

Hygieniska gréansvarden (AFS 2018:1)

Iceland - Occupational Exposure Limits

Local name Trimetylbensen
OEL TWA 100 mg/m3
20 ppm

Regulatory reference

Reglugerd um mengunarmork og adgerdir til ad draga ur mengun a
vinnustéoum (Nr. 390/2009)

Norway - Occupational Exposure Limits

Local name

1,2,4-trimetylbenzen

Grenseverdi (OEL TWA)

100 mg/m3

20 ppm

Korttidsverdi (OEL STEL)

150 mg/m3 (value calculated)

30 ppm (value calculated)

Remark

E: EU har en veiledende grenseverdi og/eller anmerkning for stoffet.

Regulatory reference

FOR-2023-12-18-2278
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1,2,4-trimethylbenzene (95-63-6)

North Macedonia - Occupational Exposure Limits

Local name 1,2,4-TpumeTnnbeH3eH
OEL TWA 100 mg/m3
20 ppm
Remark (EU) European Union — rpaHu4Ha BpegHOCT, onpenesieHa Ha HMBO Ha

EBponckaTa yHuja

Regulatory reference

MNMpaBunHnk 3a MuHMManHuTe 6aparba 3a 6e36eAHOCT 1 3paBsje nNpu
paboTa Ha BpaboTeHW 04 pU3NLM NMOBP3aHU CO U3NOXYBare Ha XEMUCKM
cynctaHuum (,,Cnyx6eH BecHuK Ha Peny6nnka MakenoHuja” 6p.46/10)

USA - ACGIH - Occupational Exposure Limits

Local name

1,2,4-Trimethyl benzene

ACGIH OEL TWA

10 ppm (Trimethylbenzene, isomers)

Remark (ACGIH)

TLV® Basis: CNS impair; hematologic eff. Notations: A4 (Not classifiable as
a Human Carcinogen)

ACGIH chemical category

Not Classifiable as a Human Carcinogen

Regulatory reference

ACGIH 2024

Naphtha (petroleum), hydrotreated heavy (64742-48-9)

EU - Indicative Occupational Exposure Limit (IOEL)

Local name White spirit Type 3
IOEL TWA 116 mg/m3
20 ppm
IOEL STEL 290 mg/m3
50 ppm
Remark Skin. (Year of adoption 2007)

Regulatory reference

SCOEL Recommendations

Poland - Occupational Exposure Limits

NDS (OEL TWA)

300 mg/ms3 (varnish)

NDSCh (OEL STEL)

900 mg/m3 (varnish (Benzin)

Portugal - Occupational Exposure Limits

OEL chemical category

A2 - Suspected Human Carcinogen

Switzerland - Occupational Exposure Limits

MAK (OEL TWA) 300 mg/m3
50 ppm
KZGW (OEL STEL) 600 mg/m3

100 ppm
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cumene (98-82-8)

EU - Indicative Occupational Exposure Limit (IOEL)

Local name 2-Phenylpropane (Cumene)
IOEL TWA 50 mg/ms3
10 ppm
IOEL STEL 250 mg/m3
50 ppm
Remark Skin. During exposure monitoring, account should be taken of relevant

biological monitoring values as suggested by the Scientific Committee on
Occupational Exposure Limits for Chemicals Agents (SCOEL)

Regulatory reference

COMMISSION DIRECTIVE (EU) 2019/1831

Austria - Occupational Exposure Limits

Local name Isopropylbenzol (Cumol)
MAK (OEL TWA) 50 mg/m3
10 ppm
MAK (OEL STEL) 250 mg/m3
50 ppm
Remark H

OEL chemical category

Skin notation

Regulatory reference

BGBI. Il Nr. 156/2021

Belgium - Occupational Exposure Limits

Local name Cumene (2-phénylpropane) # Cumeen (2-fenylpropaan)
OEL TWA 50 mg/ms3
10 ppm
OEL STEL 250 mg/m3 (When monitoring exposure, consideration should be given to

appropriate biological monitoring values, as suggested by the Scientific
Committee on Occupational Exposure Limits for Chemical Agents
(SCOEL).)

50 ppm (When monitoring exposure, consideration should be given to
appropriate biological monitoring values, as suggested by the Scientific
Committee on Occupational Exposure Limits for Chemical Agents
(SCOEL).)
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Remark

D: la mention “D” signifie que la résorption de I'agent, via la peau, les
muqueuses ou les yeux, constitue une partie importante de I'exposition
totale. Cette résorption peut se faire tant par contact direct que par
présence de I'agent dans I'air. Lors du suivi de I'exposition, il convient de
tenir compte des valeurs de suivi biologique appropriées, comme le
suggere le Comité scientifique en matiere de limites d’exposition
professionnelle a des agents chimiques (SCOEL). # D: de vermelding “D"”
betekent dat de opname van het agens via de huid, de slijmvliezen of de
ogen een belangrijk deel van de totale blootstelling vormt. Deze opname
kan het gevolg zijn van zowel direct contact als zijn aanwezigheid in de
lucht. ) Tijdens de monitoring van de blootstelling moet rekening worden
gehouden met de relevante, door het Wetenschappelijk Comité inzake
grenswaarden voor beroepsmatige blootstelling aan chemische agentia
(SCOEL) voorgestelde, biologische monitoringwaarden.

OEL chemical category

Skin, Skin notation

Regulatory reference

Koninklijk besluit/Arrété royal 16/11/2023

Bulgaria - Occupational Exposure Limits

Local name

2-OeHunnponaH (KymeH)

OEL TWA

50 mg/m3 (exposure monitoring should take into account the relevant
biological monitoring methods of the Scientific Committee on
Occupational Exposure Limits (SCOEL) under Annex 2)

10 ppm (exposure monitoring should take into account the relevant
biological monitoring methods of the Scientific Committee on
Occupational Exposure Limits (SCOEL) under Annex 2)

OEL STEL

250 mg/m3 (exposure monitoring should take into account the relevant
biological monitoring methods of the Scientific Committee on
Occupational Exposure Limits (SCOEL) under Annex 2)

50 ppm (exposure monitoring should take into account the relevant
biological monitoring methods of the Scientific Committee on
Occupational Exposure Limits (SCOEL) under Annex 2)

Remark

Koxa (Bb3MoXkHa e 3HauuTenHa pe3opbumna 4ypes koxarta); ® (XMMudHu
areHTU, 3a KOWUTO ca onpefesieHn rpaHUYHM CTOMHOCTY BbB Bb3JyXa Ha
paboTHaTa cpena 3a EBponewnckata ob6wwHocT); [pn MOHUTOpPUHIa Ha
eKkcnosuuuATa criegBa ga ce B3emar noj BHUMaHue CbOTBETHUTE METOAU
3a 6MONOrnYeH MOHMTOPUHI Ha Hay4yHMA KOMUTET 3a rpaHUYHUTE
CTOMHOCTU Ha nNpodecnoHanHa ekcno3uuna (SCOEL - HKICME) cbrnacHo
npunoxexHme Ne 2.

Regulatory reference

Hapen6a Ne 13 ot 30.12.2003 r. 3a 3awuMTa Ha paboTewnTe oT pUCKoBe,
CBbp3aHU C eKCrno3uuna Ha XMMUYHN areHTu npu paborta (usm. n gon. [1B.
6p. 28 oT 2024 r., B cuna ot 05.04.2024 r.)

Bulgaria - Biological limit values

Local name

2-Oenunnponax (Kymen)

BLV

7 mg/g creatinine Parameter: 2-Phenol-2 propanol - Medium: urine -
Sampling time: up to two hours after the end of work shift (possible
significant absorption through the skin)
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Remark

¢ XMMWYHW areHTu, 3a KOUTOo ca onpeaeneHn 6MONOrNYHU FPaHNYHN
cTonHocTu 3a EBponenckaTta o6WHOCT. BUoONOrMyHnUTE rpaHNYHN
CTOMHOCTU Ha Te3n XMMUYHM areHTu, onpeaesieHn ¢ Hapeabara, ca
cbobpazeHun cbCc CbOTBETHUTE CTOMHOCTY, NpueTn 3a EBponeiickata
obuHOoCT, KaTo MoraT Aa 6bAaT paBHM UM NO-HUCKM OT TAX.

Regulatory reference

Hapen6a Ne 13 ot 30.12.2003 r. 3a 3awumTa Ha paboTeLwunTe OoT PUCKOBE,
CBbP3aHu C eKCrno3uuma Ha XMMUYHW areHTu npu paboTta (usm. n gon. [1B.
6p. 28 o1 2024 r., B cuna ot 05.04.2024 r.)

Croatia - Occupational Exposure Limits

Local name

2-Fenilpropan (kumen)

GVI (OEL TWA)

50 mg/m3 (during the monitoring of exposure the relevant value of
biological monitoring shall be taken into account as suggested by the
Scientific Committee for Occupational Exposure Limits to Chemical Agents
(SCOEL) (Cumene)

10 ppm (during the monitoring of exposure the relevant value of biological
monitoring shall be taken into account as suggested by the Scientific
Committee for Occupational Exposure Limits to Chemical Agents (SCOEL)
(Cumene)

KGVI (OEL STEL)

250 mg/m3 (during the monitoring of exposure the relevant value of
biological monitoring shall be taken into account as suggested by the
Scientific Committee for Occupational Exposure Limits to Chemical Agents
(SCOEL) (Cumene)

50 ppm

Remark

Direktiva: 2019/1831. Napomena: Koza (razvrstana kao tvar koja nadrazuje
kozu (H315))

OEL chemical category

Skin notation during the monitoring of exposure the relevant value of
biological monitoring shall be taken into account as suggested by the
Scientific Committee for Occupational Exposure Limits to Chemical Agents
(SCOEL)

Regulatory reference

Pravilnik o zastiti radnika od izloZzenosti opasnim kemikalijama na radu,
granié¢nim vrijednostima izloZzenosti i bioloskim graniénim vrijednostima
(NN 148/2023)

Cyprus - Occupational Exposure Limits

Local name Koupévio

OEL TWA 50 mg/m3 (inhalable fraction)
10 ppm (inhalable fraction)

OEL STEL 250 mg/m3 (inhalable fraction)

50 ppm (inhalable fraction)

OEL chemical category

Skin-potential for cutaneous absorption

Remark

déppa

Regulatory reference

Kavoviopoi tou 2007 (K.A.IM. 295/2007)
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Czech Republic - Occupational Exposure Limits

Local name Kumen (2-Fenylpropan; Isopropylbenzen)
PEL (OEL TWA) 100 mg/m3

10 ppm
NPK-P (OEL C) 250 mg/m3

50 ppm

Remark

D - pfi expozici se vyznamné uplatiiuje pronikani faktoru kazi.

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

Naftizeni vlady ¢. 361/2007 Sb. (Predpis 330/2023 Sb.)

Denmark - Occupational Exposure Limits

Local name Isopropylbenzen (Cumen)
OEL TWA 50 mg/ms3
10 ppm
OEL STEL 250 mg/ms3
50 ppm
Remark E (betyder, at stoffet har en EF-graensevaerdi); H (betyder, at stoffet kan

optages gennem huden)

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

BEK nr 291 af 19/03/2024

Estonia - Occupational Exposure Limits

Local name 2-fenlilpropaan (kumeen)
OEL TWA 50 mg/ms3
10 ppm
OEL STEL 250 mg/m3
50 ppm
Remark A (Naha kaudu kergesti imenduv aine)

OEL chemical category

Skin notation

Regulatory reference

Vabariigi Valitsuse 20. martsi 2001. a maaruse nr 105 (RT |, 02.04.2024, 13)

Finland - Occupational Exposure Limits

Local name Kumeeni
HTP (OEL TWA) 50 mg/m3
10 ppm
HTP (OEL STEL) 250 mg/m3
50 ppm
Remark lho
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OEL chemical category

Potential for cutaneous absorption

Regulatory reference

HTP-ARVOT 2020 (Sosiaali- ja terveysministerio)

France - Occupational Exposure Limits

Local name

Cumene (Isopropylbenzene; 2-phénylpropane)

VME (OEL TWA)

50 mg/ms3 (restrictive limit)

10 ppm (restrictive limit)

VLE (OEL C/STEL)

250 mg/m3 (restrictive limit: If biological testing is set up, exposure is
monitored using the biological test values available and appropriate for the
chemical agent)

50 ppm (restrictive limit: If biological testing is set up, exposure is
monitored using the biological test values available and appropriate for the
chemical agent)

Remark

Valeurs réglementaires contraignantes. Risque de pénétration percutanée,
Classification Cancérogene de catégorie 1B dans la 18ieme ATP. Si un suivi
biologique est mis en place, le suivi de I'exposition s'effectue a partir des
valeurs de suivi biologique disponibles et appropriées pour cet agent
chimique.

OEL chemical category

Carcinogen category 1B, Risk of cutaneous absorption

Regulatory reference

Article R4412-149 du Code du travail (réf.: INRS ED 6443, 2022; Outil65;
Décret n° 2019-1487; Décret n° 2020-1546; Décret n° 2021-434; Décret n°
2021-1849)

Germany - Occupational Exposure Limits (TRGS 900)

Local name

Cumol

Occupational exposure limit value (mg/ms3)
(TRGS900)

50 mg/m3 (carcinogenic substance Cat. 1A/1B)

Occupational exposure limit value (ppm)
(TRGS900)

10 ppm (carcinogenic substance Cat. 1A/1B)

Peak exposure limitation factor

4(1)

Remark

AGS - Ausschuss flir Gefahrstoffe; DFG - Senatskommission zur Prifung
gesundheitsschadlicher Arbeitsstoffe der DFG (MAK-Kommission); EU -
Europaische Union (Von der EU wurde ein Luftgrenzwert festgelegt:
Abweichungen bei Wert und Spitzenbegrenzung sind méglich); H -
hautresorptiv; X - Krebserzeugender Stoff der Kat. 1A oder 1B oder
krebserzeugende Tatigkeit oder Verfahren nach § 2 Absatz 3 Nr. 4 der
Gefahrstoffverordnung — es ist zuséatzlich § 10 GefStoffV zu beachten; Y -
Ein Risiko der Fruchtschadigung braucht bei Einhaltung des
Arbeitsplatzgrenzwertes und des biologischen Grenzwertes (BGW) nicht
beflirchtet zu werden

Chemical category

Skin notation

Regulatory reference

TRGS900

Germany - Biological limit values (TRGS 903)

Local name

Cumol (Iso-Propylbenzol)
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Biological limit value

10 mg/g creatinine Parameter: 2-Phenyl-2-propanol (after hydrolysis) -
Medium: urine - Sampling time: end of shift

Regulatory reference TRGS 903

Gibraltar - Occupational Exposure Limits

Local name Cumene

OEL TWA 100 mg/m3
20 ppm

OEL STEL 250 mg/ms3
50 ppm

Remark Skin

OEL chemical category

Skin notation

Regulatory reference

Factories (Control of Chemical Agents at Work) Regulations 2003 (LN.
2018/181)

Greece - Occupational Exposure Limits

Local name

Datvulompomndavio (KoUpEvLo)

OEL TWA

50 mg/m3 (during the monitoring of the exposure, the relevant biological
monitoring values recommended by the Scientific Committee on
Occupational Exposure Limit Values (SCOEL) should be taken under
consideration)

10 ppm (during the monitoring of the exposure, the relevant biological
monitoring values recommended by the Scientific Committee on
Occupational Exposure Limit Values (SCOEL) should be taken under
consideration)

OEL STEL

250 mg/m3 (during the monitoring of the exposure, the relevant biological
monitoring values recommended by the Scientific Committee on
Occupational Exposure Limit Values (SCOEL) should be taken under
consideration)

50 ppm (during the monitoring of the exposure, the relevant biological
monitoring values recommended by the Scientific Committee on
Occupational Exposure Limit Values (SCOEL) should be taken under
consideration)

OEL chemical category

skin - potential for cutaneous absorption during the monitoring of the
exposure, the relevant biological monitoring values recommended by the
Scientific Committee on Occupational Exposure Limit Values (SCOEL)
should be taken under consideration

Remark

H £vdelEn «O€pua» OTIC OPLAKEG TLPEG EMAYYEAUATIKNG €KBEONC EMIONUAivVEL
TO €vOEXOUEVO anpavtikng dieioduonc YEow Tou dEPUAToC.

Regulatory reference

MN.A. 72/2021 - Npootacia Tng vyeiag Twv epyalopévwy mou ekTiBevtal o
OpPLOPEVOUG XNHLKOUG TTAPAYOVTEC KAtd Tn SLAPKELA TNC EPYACiag TOUC

Hungary - Occupational Exposure Limits

Local name

KUMOL

AK (OEL TWA)

50 mg/ms3
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CK (OEL STEL)

250 mg/ms3

Remark

b (B6ron at is felszivédik), i (ingerld anyag, amely izgatja a bért,
nyalkahartyat, szemet vagy mindharmat); EU8 (2019/1831 EU iranyelvben
kozolt érték); R (Azok az anyagok, amelyek egészségkarositoé hatasa ROVID
expozicio hatésara jelentkezik)

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

5/2020. (Il. 6.) ITM rendelet - A kémiai kéroki tényezék hatasanak kitett
munkavallalok egészségének és biztonsaganak védelmérdl

Ireland - Occupational Exposure Limits

Local name Isopropyl benzene (Cumene)
OEL TWA 50 mg/ms3
10 ppm
OEL STEL 250 mg/ms3
50 ppm
Remark IOELV (Indicative Occupational Exposure Limit Values), Skin (Substances

which have the capacity to penetrate intact skin when they come in contact
with it and be absorbed into the body. A substantial contribution to the
total body burden via dermal exposure is possible), Carc.1B (Substances
presumed to have carcinogenic potential for humans)

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

Chemical Agents Code of Practice 2024

Italy - Occupational Exposure Limits

Local name

Cumene (2-fenilpropano)

OEL TWA

50 mg/m3

10 ppm

OEL STEL

250 mg/m3 (during exposure monitoring, account should be taken of
relevant biological monitoring values as suggested by the Scientific
Committee on Occupational Exposure Limits for Chemicals Agents
(SCOEL)

50 ppm (during exposure monitoring, account should be taken of relevant
biological monitoring values as suggested by the Scientific Committee on
Occupational Exposure Limits for Chemicals Agents (SCOEL)

Remark

Cute

OEL chemical category

skin - potential for cutaneous absorption

Regulatory reference

Allegato XXXVIII del Decreto Legislativo 4 settembre 2024, n. 135

Latvia - Occupational Exposure Limits

Local name

Kumols (2-fenilpropans, izopropilbenzols, propilbenzols)

OEL TWA

50 mg/ms3

10 ppm
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OEL STEL 250 mg/m3
50 ppm
Remark Ada

OEL chemical category

skin - potential for cutaneous exposure

Regulatory reference

Ministru kabineta 2007. gada 15. maija noteikumiem Nr. 325 (Grozijumi
Ministru kabineta 2024. gada 26. marta noteikumiem Nr. 191).

Latvia - Biological Exposure Indices

Local name

Kumols (2-fenilpropans, izopropilbenzols, propilbenzols)

BEI

7 ug/g creatinine Parameter: Cumene - Medium: urine - Sampling time: no
later than two hours after the end of the shift

Regulatory reference

Ministru kabineta 2008. gada 29. septembra noteikumi Nr. 803 (Grozijumi
Ministru kabineta 2024. gada 26. marta noteikumiem Nr. 190).

Lithuania - Occupational Exposure Limits

Local name

Izopropilbenzenas, 2-fenilpropanas (kumenas)

IPRV (OEL TWA)

50 mg/m3 (in addition to the indicative occupational exposure limit values,
biological monitoring values must be taken into account when monitoring
exposure)

10 ppm (in addition to the indicative occupational exposure limit values,
biological monitoring values must be taken into account when monitoring
exposure)

TPRV (OEL STEL)

170 mg/m3 (in addition to the indicative occupational exposure limit values,
biological monitoring values must be taken into account when monitoring
exposure)

35 ppm (in addition to the indicative occupational exposure limit values,
biological monitoring values must be taken into account when monitoring
exposure)

Remark

O (medziaga j organizma gali prasiskverbti pro nepazeistg odg); Atliekant
poveikio stebésena, be orientaciniy profesinio poveikio ribiniy veréiy reikia
atsizvelgti j biologinés stebésenos vertes

OEL chemical category

Skin notation

Regulatory reference

LIETUVOS HIGIENOS NORMA HN 23:2011 (Nr. V-14/A1-11, 2021-01-06)

Luxembourg - Occupational Exposure Limits

Local name 2-Phénylpropane (cumeéne)
OEL TWA 50 mg/m3

10 ppm
OEL STEL 250 mg/m3

50 ppm

OEL chemical category

Possibility of significant uptake through the skin

Remark

Peau




QUICKSILV=R

SAFETY DATA SHEET Page: 62/87

Revision nr: 3.0

Issue date : 12/03/2025

Quickare Fuel Treatment Supersedes : 31/05/2015

766-01-0179S
(Origingal SDS:
MEGA12BK 07/11/2023)

cumene (98-82-8)

Regulatory reference

Mémorial A N° 226 de 2021 concernant la protection de la sécurité et de la
santé des salariés contre les risques liés a des agents chimiques sur le lieu
de travail

Malta - Occupational Exposure Limits

Local name 2-Phenyl-propane (Cumene)
OEL TWA 50 mg/ms3
10 ppm
OEL STEL 250 mg/ms3
50 ppm
Remark Skin. During exposure monitoring, account should be taken of relevant

biological monitoring values as suggested by the Scientific Committee on
Occupational Exposure Limits for Chemical Agents (SCOEL). # Gilda

OEL chemical category

Possibility of significant uptake through the skin

Regulatory reference

S.L. 424.24 - Chemical Agents at Work Regulations (L.N. 356 of 2021) # L.S.
424.24 - Regolamenti dwar Agenti Kimici fuq il-Post tax-Xoghol (A.L. 356
tal-2021)

Netherlands - Occupational Exposure Limits

Local name 2-Fenylpropaan (cumeen)
TGG-8u (OEL TWA) 50 mg/m3

10 ppm
TGG-15min (OEL STEL) 250 mg/m3

50 ppm

Remark

Bij het beoordelen van de blootstelling wordt rekening gehouden met de
relevante, door het Wetenschappelijk Comité inzake grenswaarden voor
beroepsmatige blootstelling aan chemische agentia (SCOEL) voorgestelde,
biologische-monitoringwaarden. H (Huidopname) Stoffen die relatief
gemakkelijk door de huid kunnen worden opgenomen, hetgeen een
substantiéle bijdrage kan betekenen aan de totale inwendige blootstelling,
hebben in de lijst een H-aanduiding. Bij deze stoffen moeten naast
maatregelen tegen inademing ook adequate maatregelen ter voorkoming
van huidcontact worden genomen.

MAC chemical category

Skin notation

Regulatory reference

Arbeidsomstandighedenregeling 2024

Poland - Occupational Exposure Limits

Local name Kumen
NDS (OEL TWA) 50 mg/ms3
NDSCh (OEL STEL) 250 mg/ms3

Remark

Skéra (Oznakowanie substancji notacja , skora” oznacza, ze wchtanianie
substancji przez skére moze by¢ tak samo istotne jak przy narazeniu droga
oddechowa).

Regulatory reference

Dz. U. 2024 poz. 1017 wraz z pézn. zm.
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Portugal - Indicative Occupational Exposure Limit (IOEL)

Local name 2 -Fenilpropano (Cumeno)
IOEL TWA 10 mg/m3 Fracao inalavel
50 ppm Fracao inalavel
IOEL STEL 250 mg/m3 Fracao inalavel
50 ppm Fracao inalavel
Remark Cutanea.

Regulatory reference

Decreto-Lei n.° 1/2021 de 6 de janeiro

Portugal - Occupational Exposure Limits

Local name Cumeno

OEL TWA 50 mg/m3 (indicative limit value)
10 ppm (indicative limit value)

OEL STEL 250 mg/m3 (indicative limit value)

50 ppm (indicative limit value)

OEL chemical category

skin - potential for cutaneous exposure indicative limit value

Regulatory reference

Norma Portuguesa NP 1796:2014

Romania - Occupational Exposure Limits

Local name Cumen/lzopropilbenzen (2-Fenilpropan)
OEL TWA 50 mg/ms3

10 ppm
OEL STEL 250 mg/ms3

50 ppm

OEL chemical category

Skin notation

Remark

P - posibilitatea unei penetrari cutanate importante

Regulatory reference

Hotararea Guvernului nr. 1.218/2006 (Hotararea nr. 179/2024)

Serbia - Occupational Exposure Limits

Local name 2-cbeHun-nponaH (kymen)
OEL TWA 50 mg/m3
10 ppm
OEL STEL 250 mg/m3
50 ppm
Remark EY***** _ HanomeHa fa ce pagu 0 XEMUjCKUM MaTepujama 3a Koje cy

yTBpheHe NHANKaTUBHE rpaHnyYHe BpeaHOCTM U3JTI0XKEHOCTUN Npema
OupekTtueun EY 2019/1831 (neta nucrta); K — HanomeHa aa xemujcka
MaTepuja MOXe LUTETHO AeNIoBaTh Ha KOXY

MEGA12BK 07/11/2023)
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Regulatory reference

MPABUJTHUK o npeBeHTUBHMM Mepama 3a 6e36epaH v 3gpaB pag npu
nanaraky xemujckum matepujama (,,Cnyx6eHu rnacHuk PC”, 6p. 106/09,
117/17 n 107/21)

Slovakia - Occupational Exposure Limits

Local name 2-Fenylpropan (izopropylbenzén, kumén)
NPHV (OEL TWA) 500 mg/m?3
20 ppm
NPHV (OEL STEL) 250 mg/m3
50 ppm
NPHV (OEL C) 250 mg/m3

Remark

K - znamen4, ze faktor méze byt lahko absorbovany kozou

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

Nariadenie vlady ¢. 355/2006 Z. z. (122/2024 Z. z.)

Slovakia - Biological limit values

Local name

2-Fenylpropan (kumén)

BLV

10,6 mg/l Parameter: 2-Phenylpropane - Medium: urine - Sampling time:
end of exposure or work shift

Regulatory reference

Nariadenie vlady ¢. 355/2006 Z. z. (122/2024 Z. z.)

Slovenia - Occupational Exposure Limits

Local name Kumen (2-fenilpropan)
OEL TWA 50 mg/ms3
10 ppm
OEL STEL 250 mg/ms3
50 ppm
Remark K (Lastnost laZzjega prehajanja snovi v organizem skozi kozo), Y (Snovi, pri

katerih ni nevarnosti za zarodek ob upostevanju mejnih vrednosti in bat
vrednosti), BAT (Bioloska mejna vrednost), EU

OEL chemical category

Potential for cutaneous absorption

Regulatory reference

Uradni list RS, §t. 29/2024 z dne 4. 4. 2024 - Pravilnik o varovanju delavcev
pred tveganiji zaradi izpostavljenosti kemi¢nim snovem pri delu

Slovenia - Biological limit values

Local name

kumen

BLV

10 mg/g creatinine Parameter: 2-fenil-2-propanol (po hidrolizi) - Bioloski
vzorec: urin - Cas vzoréenja: ob koncu delovne izmene

Regulatory reference

Uradni list RS, §t. 29/24 z dne 4. 4. 2024 - Pravilnik o varovanju delavcev
pred tveganji zaradi izpostavljenosti kemi¢nim snovem pri delu

Spain - Occupational Exposure Limits

Local name

Cumeno
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VLA-ED (OEL TWA)

50 mg/m3 (indicative limit value)

10 ppm (indicative limit value)

VLA-EC (OEL STEL)

250 mg/ms3

50 ppm

Remark

Via dérmica (Indica que, en las exposiciones a esta sustancia, la aportacion
por la via cutdnea puede resultar significativa para el contenido corporal
total si no se adoptan medidas para prevenir la absorcion. En estas
situaciones, es aconsejable la utilizacién del control biolégico para poder
cuantificar la cantidad global absorbida del contaminante), VLI (Agente
quimico para el que la U.E. estableci6 en su dia un valor limite indicativo),
VLB® (Agente quimico que tiene Valor Limite Bioldgico).

OEL chemical category

C1B, skin - potential for cutaneous absorption

Regulatory reference

Limites de Exposicién Profesional para Agentes Quimicos en Espana 2024.
INSHT

Spain - Biological limit values

Local name

Cumeno

BLV

7 mg/g creatinine Parameter: 2-Phenyl-2-propanol - Medium: urine -
Sampling time: end of shift (with hydrolysis)

Regulatory reference

Limites de Exposicién Profesional para Agentes Quimicos en Espana 2024.
INSHT

Sweden - Occupational Exposure Limits

Local name Isopropylbensen (Kumen)
NGV (OEL TWA) 50 mg/m3
10 ppm
KGV (OEL STEL) 250 mg/m3
50 ppm
Remark H (Amnet kan latt upptas genom huden. Det foreskrivna grinsvirdet

beddms ge tillrackligt skydd endast under forutsattning att huden ar
skyddad mot exponering for &mnet ifraga)

OEL chemical category

Skin notation

Regulatory reference

Hygieniska gransvarden (AFS 2020:6)

United Kingdom - Occupational Exposure Limits

Local name Cumene

WEL TWA (OEL TWA) 125 mg/m3
25 ppm

WEL STEL (OEL STEL) 250 mg/m3

50 ppm
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Remark

Sk (Can be absorbed through the skin. The assigned substances are those
for which there are concerns that dermal absorption will lead to systemic
toxicity)

WEL chemical category

Potential for cutaneous absorption

Regulatory reference

EH40/2005 (Fourth edition, 2020). HSE

Iceland - Occupational Exposure Limits

Local name Kumen (isépropylbensen)
OEL TWA 50 mg/ms3
10 ppm
OEL STEL 250 mg/ms3
50 ppm
Remark H (efnid getur audveldlega borist inn i likamann gegnum hud)

Regulatory reference

Reglugerd um mengunarmork og adgerdir til ad draga ur mengun a
vinnustédum (Nr. 631/2021)

Norway - Occupational Exposure Limits

Local name

1-metyletylbenzen (Kumen; 2-fenylpropan)

Grenseverdi (OEL TWA)

50 mg/m3

10 ppm

Korttidsverdi (OEL STEL)

250 mg/m3 (value from the regulation)

50 ppm (value from the regulation)

Remark

H: Kjemikalier som kan tas opp gjennom huden; K: Kjemikalier som skal
betraktes som kreftfremkallende; E: EU har en veiledende grenseverdi
og/eller anmerkning for stoffet.

OEL chemical category

Skin notation, Carcinogen

Regulatory reference

FOR-2024-04-05-581

North Macedonia - Occupational Exposure Limits

Local name KYMeH

OEL TWA 100 mg/m3
20 ppm

KTV 2,5

Short time value [mg/m3] 250 mg/ms3

Short time value

50 ppm
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cumene (98-82-8)

Remark

(KTV) kpatkoTpajHa BpegHocT (KTB) 3Ha4m KoHueHTpaumja Ha onacHu
XEMWUCKM CYMNCTaHLM BO BO3AYyXOT Ha pabOTHOTO MeCTO BHaTpe BO 30HA Ha
Ouvuierbe, Ha koja paboTHUKOT 63 oNacHOCT NO 34paBjeTo MOXe Aa e
M3/10>KEeH Ha NMOKyco BpeMe. M3anoxeHocTa Ha KpaTKOTpajHu BpeaHoCTn
MOXe Aa Tpae HajBeke 15 MUHYTU 1 He cMee a ce MOBTOPU NOBeEKe 0f,
YyeTupunaTy Bo paboTHATa cMeHa, Npu LITO Mefy ABe U3N0XEeHOCTU Ha
OBaa KOHLeHTpaLmja Mopa Aa U3MUHEe HajManky 60 MUHYTK.
KpaTkoTpajHaTa BpegHoCT e uspaseHa B0 mg/m3 nnu Bo ml/m3(ppm) a e
[afeHa Kako MHOTFyKpaTHM [03BOJIEHN NpeYyekopyBara Ha rpaHMyHaTa
BpepHocT; (K) cBOjcTBO Ha MONECHO NMpeHecyBake Ha CyrncTaHLUTE BO
opraHnamoT npeky koxaTta; (EU) European Union — rpaHu4Ha BpeaHoCT,
onpepeneHa Ha HMBO Ha EBponckaTta yHuja

Regulatory reference

MpaBunHnK 3a MUHUManHUTe 6aparba 3a 6e36egHOCT 1 3apaBsje Npu
paboTa Ha BpaboTeHW 0 pU3NLM NMOBP3aHU CO U3NOXYBare Ha XEMUCKM
cynctaHuum (,,Cnyx6eH BecHuK Ha Peny6nnka MakenoHuja” 6p.46/10)

Switzerland - Occupational Exposure Limits

Local name Isopropylbenzene [Cuméne] / iso-Propylbenzol [Cumol, Isopropylbenzol, 2-
Phenylpropan]

MAK (OEL TWA) 100 mg/m3
20 ppm

KZGW (OEL STEL) 400 mg/m3
80 ppm

Notation R, C2, SSc, B/ H, C2, SSc, B

Remark INRS, NIOSH

OEL chemical category

Skin notation, Category C2 carcinogen

Regulatory reference

www.suva.ch, 01.01.2024

Switzerland - BAT

Local name

Isopropylbenzéne / iso-Propylbenzol

BAT

20 mg/g creatinine Parameter: 2-Phenyl-2-propanol after hydrolysis -
Medium: urine - Sampling time: end of shift

Parameter: 2-Phenyl-2-propanol after hydrolysis - Medium: urine -
Sampling time: end of shift

Regulatory reference

Ordonnance 832.30 (OPA), article 50 al. 3, www.suva.ch/valeurs-limites /
Verordnung 832.30 (VUV), Art. 50 Abs. 3, www.suva.ch/grenzwerte

USA - ACGIH - Occupational Exposure Limits

Local name

Cumene

ACGIH OEL TWA

5 ppm

Remark (ACGIH)

TLV® Basis: URT adenoma; neurological eff. Notations: A3 (Confirmed
Animal Carcinogen with Unknown Relevance to Humans)

ACGIH chemical category

Confirmed Animal Carcinogen with Unknown Relevance to Humans

Regulatory reference

ACGIH 2024
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8.1.2. Recommended monitoring procedures

Monitoring methods

Monitoring methods

Personal air monitoring. Room air monitoring.

8.1.3. Air contaminants formed

No additional information available

8.1.4. DNEL and PNEC

Additional information

8.1.5. Control banding

No additional information available

8.2. Exposure controls

Engineering measure(s)

Personal protective equipment

Hand protection

Eye protection

Body protection

Respiratory protection

Thermal hazard protection

Environmental exposure controls

: Recommended monitoring procedures :. Personal air monitoring. Room air
monitoring

: Provide adequate ventilation. Organisational measures to prevent/limit
releases, dispersion and exposure. See Section 7 for information on safe
handling. Take precautionary measures against static discharges. Ensure
equipment is adequately earthed. Use explosion-proof machinery, apparatus,
ventilation facilities, tools etc.

: The type of protective equipment must be selected according to the
concentration and amount of the dangerous substance at the specific
workplace.

: Wear chemically resistant gloves (tested to EN374) . Suitable material: Not
determined. Thickness of the glove material: Not determined. Breakthrough
time : Not determined. The quality of the protective gloves resistant to
chemicals must be chosen as a function of the specific working place
concentration and quantity of hazardous substances.

: Use suitable eye protection (EN166): Safety glasses with side shields. face
shield

: Wear suitable protective clothing. Protective shoes

: In case of insufficient ventilation, wear suitable respiratory equipment. Half-
face mask (DIN EN 140). full face mask (DIN EN 136). Filter type: The filter class
must be suitable for the maximum contaminant concentration
(gas/vapour/aerosol/particulates) that may arise when handling the product. If
the concentration is exceeded, self-contained breathing apparatus must be
used. (EN 137)

: Not required for normal conditions of use. Use dedicated equipment.

: Avoid release to the environment. Comply with applicable Community
environmental protection legislation.

SECTION 9: Physical and chemical properties

9.1. Information on basic physical and chemical properties

Physical state
Colour
Appearance

: Liquid
: clear. amber.
: Liquid.
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Odour
Odour threshold

Melting / freezing point

Freezing point

Initial boiling point and boiling range
Flammability

Explosive properties

Oxidising properties

Lower explosion limit
Upper explosion limit

Flash point

Auto-ignition temperature
Decomposition temperature
pH

Kinematic viscosity
Dynamic viscosity

: Hydrocarbons.
: No data available
No data available
: No data available
: No data available
: 161 -551°C
: Flammable liquid and vapour.
: Vapours may form explosive mixture with air.

: Not applicable. The classification procedure needs not to be applied because
there are no chemical groups present in the molecule which are associated

with oxidising properties.
: Not available
: Not available
: 43°C
: No data available
: No data available
: No data available
: 1,8 mm%s
: No data available

Solubility : Water: Insoluble
Partition coefficient n-octanol/water (Log : Not available
Kow)

Partition coefficient n-octanol/water
Vapour pressure

Vapour pressure at 50°C

Density

Relative density

Vapour density

Particle characteristics

9.2 Other information

: No data available
: No data available
: Not available

: 7,26 Ib/gal

: 0,872 g/cm3

: No data available
: Not applicable

9.2.1. Information with regard to physical hazard classes

No additional information available

9.2.2. Other safety characteristics

No additional information available

SECTION 10: Stability and reactivity

10.1. Reactivity

Flammable liquid and vapour. Stable under normal conditions. Reference to other sections: 10.4 & 10.5.

10.2. Chemical stability

The product is stable under storage at normal ambient temperatures. Unstable if heated.

10.3. Possibility of hazardous reactions

Vapours may form explosive mixture with air. No dangerous reactions known under normal conditions of use. See Section

7 for information on safe handling.
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10.4. Conditions to avoid

Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No smoking. See Section 7 for

information on safe handling.

10.5. Incompatible materials

oxidising substances. See Section 7 for information on safe handling.

10.6. Hazardous decomposition products

Release of irritating vapours. Reference to other sections 5.2.

SECTION 11: Toxicological information

11.1. Information on hazard classes as defined in Regulation (EC) No 1272/2008

Acute toxicity (oral) : Not classified
Acute toxicity (dermal) : Not classified
Acute toxicity (inhalation) : Harmful if inhaled.

Quickare Fuel Treatment

ATE CLP (gases) 4500 ppmv/4h
ATE CLP (vapours) 11 mg/l/4h
ATE CLP (dust,mist) 1,5 mg/l/4h

Paraffins (petroleum), normal C5-20 (64771-72-8)

LD50/dermal/rabbit > 3160 mg/kg

xylene (1330-20-7)

LD50/oral/rat 3500 mg/kg (Source: JAPAN_GHS)
LD50/dermal/rabbit > 4350 mg/kg (Source: JAPAN_GHS)
LC50/inhalation/4h/rat 29,08 mg/l/4h

LC50 Inhalation - Rat (Vapours) 29,08 mg/l/4h

2-butoxyethanol; ethylene glycol monobutyl ether (111-76-2)

LD50/oral/rat 1200 mg/kg bodyweight
LD50/dermal/rat > 2000 mg/kg
LD50/dermal/rabbit 435 mg/kg (Source: OECD_SIDS)
LC50/inhalation/4h/rat 3 mg/l Vapours
LC50/inhalation/4h/rat (ppm) 486 ppm/4h

ethylbenzene (100-41-4)

LD50/oral/rat

3500 mg/kg (Source: JAPAN_GHS)

LD50/dermal/rabbit

15400 mg/kg (Source: JAPAN_GHS)

LC50/inhalation/4h/rat

17,4 mg/l/4h
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ethylbenzene (100-41-4)

LC50 Inhalation - Rat (Vapours)

17,4 mg/l/4h

2-tert-butylphenol (88-18-6)

LD50/oral/rat

440 mg/kg (Source: NLM_CIP)

LD50/dermal/rabbit

705 mg/kg (Source: ECHA_API)

LC50/inhalation/4h/rat

1070 mg/m3 (Exposure time: 4 h Source: NLM_CIP)

LC50 Inhalation - Rat (Vapours)

1,1 mg/l/4h

Solvent naphtha (petroleum), light arom. (64742-95-6)

LD50/oral/rat

8400 mg/kg (Source: NLM_CIP)

LD50/dermal/rabbit

> 2000 mg/kg (Source: IUCLID)

LC50/inhalation/4h/rat (ppm)

3400 ppm/4h

1,2,4-trimethylbenzene (95-63-6)

LD50/oral/rat

3280 mg/kg (Source: NZ_CCID)

LD50/dermal/rat

3440 mg/kg No mortality observed at this dose.

LD50/dermal/rabbit

> 3160 mg/kg (Source: IUCLID)

LC50/inhalation/4h/rat

18 g/m3 (Exposure time: 4 h Source: NLM_CIP)

LC50 Inhalation - Rat (Vapours)

18 mg/l/4h

Naphtha (petroleum), hydrotreated heavy (64742-48-9)

LD50/oral/rat

> 6000 mg/kg (Source: EPA_HPV)

LD50/dermal/rabbit

> 3160 mg/kg

LC50/inhalation/4h/rat

> 8500 mg/m?3 (Exposure time: 4 h Source: EPA_HPV)

2,6-di-tert-butylphenol (128-39-2)

LD50/oral/rat

> 5000 mg/kg (Source: CHEMVIEW)

LD50/dermal/rabbit

> 10 g/kg (Source: NLM_CIP)

cumene (98-82-8)

LD50/oral/rat

1400 mg/kg (Source: JAPAN_GHS)

LD50/dermal/rabbit

12300 pl/kg (Source: NLM_CIP)

LC50/inhalation/4h/rat (ppm)

> 3577 ppm (Exposure time: 6 h Source: JAPAN_GHS)

2,4,6-tri-tert-butylphenol (732-26-3)

LD50/oral/rat

500 mg/kg bodyweight

LD50/dermal/rat

> 2000 mg/kg (Source: EU_CLH)

Skin corrosion/irritation

Serious eye damage/irritation

Causes skin irritation.
pH: No data available

: Causes serious eye irritation.

pH: No data available
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Respiratory or skin sensitisation
Germ cell mutagenicity

Carcinogenicity

: May cause an allergic skin reaction.
: May cause genetic defects.

: May cause cancer.

xylene (1330-20-7)

IARC group

’3 - Not classifiable

2-butoxyethanol; ethylene glycol monobutyl ether (111-76-2)

IARC group

’3 - Not classifiable

ethylbenzene (100-41-4)

IARC group

’28 - Possibly carcinogenic to humans

cumene (98-82-8)

IARC group

2B - Possibly carcinogenic to humans

Reproductive toxicity

STOT-single exposure

: May damage fertility or the unborn child.

: Not classified (Based on available data, the classification criteria are not

met)

1,2,4-trimethylbenzene (95-63-6)

STOT-single exposure

May cause respiratory irritation.

cumene (98-82-8)

STOT-single exposure

May cause respiratory irritation.

STOT-repeated exposure

: Not classified (Based on available data, the classification criteria are not

met)

ethylbenzene (100-41-4)

STOT-repeated exposure

May cause damage to organs (hearing organs) through prolonged or
repeated exposure.

2,4,6-tri-tert-butylphenol (732-26-3)

STOT-repeated exposure

| May cause damage to organs through prolonged or repeated exposure.

Aspiration hazard

: May be fatal if swallowed and enters airways.

Quickare Fuel Treatment

Kinematic viscosity

|1,8 mm?2/s

11.2. Information on other hazards

11.2.1. Endocrine disrupting properties

Adverse health effects caused by
endocrine disrupting properties

: The mixture does not contain substance(s) included in the list established in

accordance with Article 59(1) of REACH for having endocrine disrupting
properties, or substance(s) are not identified as having endocrine disrupting
properties in accordance with the criteria set out in Commission Delegated
Regulation (EU) 2017/2100 or Commission Regulation (EU) 2018/605 at a
concentration equal to or greater than 0,1 %
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11.2.2. Other information

Other information

: Symptoms related to the physical, chemical and toxicological

characteristics,For further information see section 4,Symptoms related to
the physical, chemical and toxicological characteristics,For further
information see section 4

SECTION 12: Ecological information

12.1. Toxicity
Environmental properties

Hazardous to the aquatic environment,
short-term (acute)

Hazardous to the aquatic environment,
long-term (chronic)

: Toxic to aquatic life with long lasting effects.

: Not classified

: Toxic to aquatic life with long lasting effects.

Paraffins (petroleum), normal C5-20 (64771-72-8)

LC50 - Fish [1]

> 5000 mg/l (Exposure time: 96 h - Species: Pimephales promelas [static]
Source: IUCLID)

xylene (1330-20-7)

LC50 - Fish [1] 13,4 mg/l (Exposure time: 96 h - Species: Pimephales promelas [flow-
through] Source: EPA)
LC50 - Fish [2] 2,661 - 4,093 mg/l (Exposure time: 96 h - Species: Oncorhynchus mykiss

[static] Source: EPA)

EC50 - Crustacea [1]

3,82 mg/l (Exposure time: 48 h - Species: water flea)

EC50 - Crustacea [2]

0,6 mg/l (Exposure time: 48 h - Species: Gammarus lacustris)

2-butoxyethanol; ethylene glycol monobutyl ether (111-76-2)

LC50 - Fish [1]

1474 mg/l Oncorhynchus mykiss (Rainbow trout)

LC50 - Fish [2]

2950 mg/l (Exposure time: 96 h - Species: Lepomis macrochirus Source:
IUCLID)

EC50 - Crustacea [1]

1550 mg/I

ErC50 algae

(72h) 1840 mg/I Pseudokirchneriella subcapitata

NOEC chronic fish

(21d) > 100 mg/l Brachydanio rerio (zebra-fish)

NOEC chronic crustacea

(21d) 100 mg/l Daphnia magna (Big water flea)

ethylbenzene (100-41-4)

LC50 - Fish [1] 11 - 18 mg/l (Exposure time: 96 h - Species: Oncorhynchus mykiss [static]
Source: EPA)
LC50 - Fish [2] 4,2 mg/l (Exposure time: 96 h - Species: Oncorhynchus mykiss [semi-static]

Source: EPA)

EC50 - Crustacea [1]

1,8 — 2,4 mg/l (Exposure time: 48 h - Species: Daphnia magna)

EC50 72h - Algae [1]

4,6 mg/l (Species: Pseudokirchneriella subcapitata)
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ethylbenzene (100-41-4)

EC50 72h - Algae [2]

2,6 - 11,3 mg/l (Species: Pseudokirchneriella subcapitata [static])

EC50 96h - Algae [1]

> 438 mg/l (Species: Pseudokirchneriella subcapitata)

EC50 96h - Algae [2]

1,7 - 7,6 mg/l (Species: Pseudokirchneriella subcapitata [static])

2-tert-butylphenol (88-18-6)

LC50 - Fish [1]

> 0,1 mg/l (Exposure time: 96 h - Species: Oncorhynchus mykiss [semi-
static] Source: ECHA)

Solvent naphtha (petroleum), light arom. (64742-95-6)

LC50 - Fish [1]

9,22 mg/l (Exposure time: 96 h - Species: Oncorhynchus mykiss Source:
IUCLID)

EC50 - Crustacea [1]

6,14 mg/l (Exposure time: 48 h - Species: Daphnia magna)

1,2,4-trimethylbenzene (95-63-6)

LC50 - Fish [1]

7,19 - 8,28 mg/l (Exposure time: 96 h - Species: Pimephales promelas
[flow-through] Source: EPA)

EC50 - Crustacea [1]

6,14 mg/l (Exposure time: 48 h - Species: Daphnia magna)

Naphtha (petroleum), hydrotreated heavy (64742-48-9)

LC50 - Fish [1]

2200 mg/l (Exposure time: 96 h - Species: Pimephales promelas Source:
IUCLID)

2,6-di-tert-butylphenol (128-39-2)

LC50 - Fish [1]

1,4 mg/l Pimephales promelas (fathead minnow)

EC50 - Crustacea [1]

0,45 mg/l (Exposure time: 48 h - Species: Daphnia magna)

EC50 72h - Algae [1]

3,6 myg/l

cumene (98-82-8)

LC50 - Fish [1] 6,04 — 6,61 mg/l (Exposure time: 96 h - Species: Pimephales promelas
[flow-through] Source: EPA)
LC50 - Fish [2] 4,8 mg/l (Exposure time: 96 h - Species: Oncorhynchus mykiss [flow-

through] Source: IUCLID)

EC50 - Crustacea [1]

0,6 mg/l (Exposure time: 48 h - Species: Daphnia magna)

EC50 - Crustacea [2]

7,9 - 14,1 mg/l (Exposure time: 48 h - Species: Daphnia magna [Static])

EC50 72h - Algae [1]

2,6 mg/l (Species: Pseudokirchneriella subcapitata)

2,4,6-tri-tert-butylphenol (732-26-3)

LC50 - Fish [1]

0,0609 mg/l (Exposure time: 96 h - Species: Pimephales promelas [flow-
through] Source: EPA)
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12.2. Persistence and degradability

Quickare Fuel Treatment

Persistence and degradability

No additional information available.

2-butoxyethanol; ethylene glycol monobutyl ether (111-76-2)

Biochemical oxygen demand (BOD)

(BOD-5) 1,3 g O,/g substance (BOD-20) 1,8 (g O,/g substance)

Chemical oyxgen demand (COD)

2,18 g 0,/g substance

2,6-di-tert-butylphenol (128-39-2)

Persistence and degradability

Not readily biodegradable.

12.3. Bioaccumulative potential

Quickare Fuel Treatment

Partition coefficient n-octanol/water

No data available

Bioaccumulative potential

No additional information available.

Paraffins (petroleum), normal C5-20 (64771-72-8)
Partition coefficient n-octanol/water 3,17- 3,94
xylene (1330-20-7)

BCF - Fish [1] 0,6-15
Partition coefficient n-octanol/water 2,77 -3,15

2-butoxyethanol; ethylene glycol monobutyl ether (111-76-2)

Partition coefficient n-octanol/water

0,81 (at 25 °C (at pH 7)

ethylbenzene (100-41-4)

BCF - Fish [1]

(15 dimensionless)

Partition coefficient n-octanol/water

3,6 (at 20 °C (at pH 7.84)

2-tert-butylphenol (88-18-6)

Partition coefficient n-octanol/water

|3,3 (at 23 °C (at pH 5.7)

1,2,4-trimethylbenzene (95-63-6)

Partition coefficient n-octanol/water |3,63
2,6-di-tert-butylphenol (128-39-2)
Bioconcentration factor (BCF) 660

Partition coefficient n-octanol/water

4,5 (at 24 °C)
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2,6-di-tert-butylphenol (128-39-2)

Bioaccumulative potential

Potentially bioaccumulable.

cumene (98-82-8)

BCF - Fish [1]

(35.5 dimensionless)

Partition coefficient n-octanol/water

3,55 (at 23 °C)

2,4,6-tri-tert-butylphenol (732-26-3)

Partition coefficient n-octanol/water

7.1 (at 35 °C (at pH 7)

12.4. Mobility in soil

Quickare Fuel Treatment

Mobility in soil

No data available

12.5. Results of PBT and vPvB assessment

Quickare Fuel Treatment

Results of PBT assessment

Contains PBT substances = 0.1% assessed in accordance with REACH
Annex Xl

Component

Substance(s) meeting the PBT criteria of 2,4,6-tri-tert-butylphenol (732-26-3)

REACH regulation, in accordance with Annex

Xl

Substance(s) not meeting the vPvB criteria of | 2,4,6-tri-tert-butylphenol (732-26-3)

REACH regulation, in accordance with Annex

Xl

12.6. Endocrine disrupting properties

Adverse effects on the environment

: The mixture does not contain substance(s) included in the list established in

caused by endocrine disrupting properties accordance with Article 59(1) of REACH for having endocrine disrupting

12.7. Other adverse effects

Other adverse effects

properties, or substance(s) are not identified as having endocrine disrupting
properties in accordance with the criteria set out in Commission Delegated
Regulation (EU) 2017/2100 or Commission Regulation (EU) 2018/605 at a
concentration equal to or greater than 0,1 %.

: No data available.
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SECTION 13: Disposal considerations

13.1. Waste treatment methods

Product/Packaging disposal

recommendations

European waste catalog
75/442/EEC, 91/689/EEC)

: Avoid release to the environment. Dispose of empty containers and wastes

safely. See Section 7 for information on safe handling. Refer to
manufacturer/supplier for information on recovery/recycling. Recycling is
preferred to disposal or incineration. If recycling is not possible, eliminate in
accordance with local valid waste disposal regulations. Handle
contaminated packages in the same way as the substance itself. Dispose of
contaminated materials in accordance with current regulations. Packaging
contaminated by the product : Do not pierce or burn, even after use. Never
use pressure to empty container.

ue (2001/573/EC,

: This material and its container must be disposed of as hazardous waste

Waste codes should be assigned by the user, preferably in discussion with
the waste disposal authorities

SECTION 14: Transport

information

In accordance with ADR/RID/IMDG /IATA/ADN

ADR | IMDG | IATA | ADN | RID
14.1. UN number or ID number
1993 1993 \ 1993 \ 1993 \ 1993
14.2. UN proper shipping name

FLAMMABLE LIQUID,
N.O.S. (Petroleum
distillates;1,2,4-
trimethylbenzene)

FLAMMABLE LIQUID,
N.O.S. (Petroleum
distillates;1,2,4-
trimethylbenzene)

Flammable liquid,
n.o.s. (Petroleum
distillates;1,2,4-
trimethylbenzene)

N.O.S. (Petroleum
distillates;1,2,4-
trimethylbenzene)

FLAMMABLE LIQUID,

FLAMMABLE LIQUID,
N.O.S. (Petroleum
distillates;1,2,4-
trimethylbenzene)

Transport document de

scription

UN 1993 FLAMMABLE
LIQUID, N.O.S.
(Petroleum
distillates;1,2,4-

UN 1993 FLAMMABLE
LIQUID, N.O.S.
(Petroleum
distillates;1,2,4-

UN 1993 Flammable
liquid, n.o.s.
(Petroleum
distillates;1,2,4-

LIQUID, N.O.S.
(Petroleum
distillates;1,2,4-

UN 1993 FLAMMABLE

UN 1993 FLAMMABLE
LIQUID, N.O.S.
(Petroleum
distillates;1,2,4-

trimethylbenzene), 3, trimethylbenzene), 3, trimethylbenzene), 3, trimethylbenzene), 3, trimethylbenzene), 3,

1, (D/E), I1l, MARINE I, I, I,

ENVIRONMENTALLY | POLLUTANT/ENVIRO | ENVIRONMENTALLY | ENVIRONMENTALLY | ENVIRONMENTALLY

HAZARDOUS NMENTALLY HAZARDOUS HAZARDOUS HAZARDOUS
HAZARDOUS

14.3.  Transport hazard class(es)

3 3 3 3 3

14.4. Packing group

14.5. Environmental

hazards

Dangerous for the
environment : Yes

Dangerous for the
environment : Yes
Marine pollutant : Yes

Dangerous for the
environment : Yes

Dangerous for the
environment : Yes

Dangerous for the
environment : Yes

No supplementary information available
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14.6.  Special precautions for user

Special precautions for user

- Overland transport
Classification code (ADR)
Special provisions

Limited quantities (ADR)
Excepted quantities (ADR)
Packing instructions (ADR)
Mixed packing provisions (ADR)

Portable tank and bulk container
instructions (ADR)

Portable tank and bulk container
special provisions (ADR)

Tank code (ADR)
Vehicle for tank carriage
Transport category (ADR)

Special provisions for carriage -
Packages (ADR)

Special provisions for carriage -
Operation (ADR)

Hazard identification number (Kemler
No.)

Orange plates

Tunnel restriction code
EAC code

- Transport by sea

Special provisions (IMDG)
Limited quantities (IMDG)
Excepted quantities (IMDG)
Packing instructions (IMDG)
IBC packing instructions (IMDG)
Tank instructions (IMDG)

Tank special provisions (IMDG)
EmS-No. (Fire)

EmS-No. (Spillage)

Stowage category (IMDG)
MFAG-No

- Air transport
PCA Excepted quantities (IATA)
PCA Limited quantities (IATA)

: No data available

F1

274, 601

5

E1

P001, IBCO3, LPO1, ROO1
MP19

T4

TP1, TP29

LGBF
FL

3

V12

S2

30
1993

D/E
3Y

: 223, 274, 955
5L

o =

: LPO1, P0OO1
: IBCO3

: T4

: TP1, TP29
: F-E

: S-E

DA

: 128

. E1
: Y344
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PCA limited quantity max net quantity
(IATA)

PCA packing instructions (IATA)
PCA max net quantity (IATA)
CAO packing instructions (IATA)
CAO max net quantity (IATA)
Special provisions (IATA)

ERG code (IATA)

- Inland waterway transport
Classification code (ADN)

Special provisions (ADN)

Limited quantities (ADN)

Excepted quantities (ADN)
Carriage permitted (ADN)
Equipment required (ADN)
Ventilation (ADN)

Number of blue cones/lights (ADN)

- Rail transport

Classification code (RID)
Special provisions (RID)
Limited quantities (RID)
Excepted quantities (RID)
Packing instructions (RID)
Mixed packing provisions (RID)

Portable tank and bulk container
instructions (RID)

Portable tank and bulk container special
provisions (RID)

Tank codes for RID tanks (RID)
Transport category (RID)

Special provisions for carriage —
Packages (RID)

Colis express (express parcels) (RID)
Hazard identification number (RID)

: 10L

: 355
: 60L
: 366
1 220L
: A3

: 3L

M o

1 274, 601
:bL

: E1

: PP, EX A
: VEO1

: F1

1 274, 601

: bL

=

: P001, IBCO3, LP0O1, ROO1
: MP19

: T4

: TP1, TP29
: LGBF

: 3

W12

: CE4
: 30

14.7. Maritime transport in bulk according to IMO instruments

Code: IBC

: No data available.

SECTION 15: Regulatory information

15.1.  Safety, health and environmental requlations/legislation specific for the substance or mixture

15.1.1. EU-Regulations

This safety datasheet has been prepared
according to Polish legislation.

:Not applicable.
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REACH Annex XVII (Restriction List)

EU restriction list (REACH Annex XVII)

Reference code

Applicable on

Entry title or description

28.

Quickare Fuel
Treatment ; Solvent
naphtha (petroleum),
light arom. ; Naphtha
(petroleum),
hydrotreated heavy

Substances which are classified as carcinogen category 1A or 1B in Part 3
of Annex VI to Regulation (EC) No 1272/2008 and are listed in Appendix 1
or Appendix 2, respectively.

29. Quickare Fuel Substances which are classified as germ cell mutagen category 1A or 1B in
Treatment ; Solvent |Part 3 of Annex VI to Regulation (EC) No 1272/2008 and are listed in
naphtha (petroleum), |Appendix 3 or Appendix 4, respectively.
light arom. ; Naphtha
(petroleum),
hydrotreated heavy

3(a) Quickare Fuel Substances or mixtures fulfilling the criteria for any of the following hazard
Treatment ; xylene ; |classes or categories set out in Annex | to Regulation (EC) No 1272/2008:
ethylbenzene ; 1,2,4- |Hazard classes 2.1 to 2.4, 2.6 and 2.7, 2.8 types A and B, 2.9, 2.10, 2.12, 2.13
trimethylbenzene ; categories 1 and 2, 2.14 categories 1 and 2, 2.15 types Ato F
cumene

3(b) Quickare Fuel Substances or mixtures fulfilling the criteria for any of the following hazard
Treatment ; xylene ; |classes or categories set out in Annex | to Regulation (EC) No 1272/2008:
2-butoxyethanol; Hazard classes 3.1 to 3.6, 3.7 adverse effects on sexual function and fertility
ethylene glycol or on development, 3.8 effects other than narcotic effects, 3.9 and 3.10
monobutyl ether ;
ethylbenzene ; 2-tert-
butylphenol ; Solvent
naphtha (petroleum),
light arom. ; 1,2,4-
trimethylbenzene ;

Naphtha (petroleum),
hydrotreated heavy ;
2,6-di-tert-
butylphenol ; cumene

3(c) Quickare Fuel Substances or mixtures fulfilling the criteria for any of the following hazard
Treatment ; classes or categories set out in Annex | to Regulation (EC) No 1272/2008:
ethylbenzene ; 2-tert- |Hazard class 4.1
butylphenol ; 1,2,4-
trimethylbenzene ;
2,6-di-tert-
butylphenol ; cumene

30. Quickare Fuel Substances which are classified as reproductive toxicant category 1A or 1B
Treatment in Part 3 of Annex VI to Regulation (EC) No 1272/2008 and are listed in

Appendix 5 or Appendix 6, respectively.
40. xylene ; ethylbenzene | Substances classified as flammable gases category 1 or 2, flammable

; 11214-
trimethylbenzene ;
cumene

liquids categories 1, 2 or 3, flammable solids category 1 or 2, substances
and mixtures which, in contact with water, emit flammable gases, category
1, 2 or 3, pyrophoric liquids category 1 or pyrophoric solids category 1,
regardless of whether they appear in Part 3 of Annex VI to Regulation (EC)
No 1272/2008 or not.
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REACH Annex XIV (Authorisation List)
Contains no substance(s) listed on REACH Annex XIV (Authorisation List)

REACH Candidate List (SVHC)

Contains substance(s) listed on the REACH Candidate List in concentrations = 0.1 % or SCL: 2,4,6-tri-tert-butylphenol (EC
211-989-5, CAS 732-26-3)

Contains substance(s) listed on the REACH Candidate List < 0.1% or SCL.

PIC Regulation (Prior Informed Consent)

Contains no substance(s) listed on the PIC list (Regulation EU 649/2012 concerning the export and import of hazardous
chemicals)

POP Regulation (Persistent Organic Pollutants)
Contains no substance(s) listed on the POP list (Regulation EU 2019/1021 on persistent organic pollutants)
Ozone Regulation (EU 1005/2009)

Contains no substance(s) listed on the Ozone Depletion list (Regulation EU 2024/590 on substances that deplete the ozone
layer)

Council Regulation (EC) for the control of dual-use items

Contains no substance subject to the COUNCIL REGULATION (EC) for the control of dual-use items

Explosives Precursors Regulation (2019/1148)

Contains no substance(s) listed on the Explosives Precursors list (Regulation EU 2019/1148 on the marketing and use of
explosives precursors)

Drug Precursors Regulation (273/2004)

Contains no substance(s) listed on the Drug Precursors list (Regulation EC 273/2004 on the manufacture and the placing on
market of certain substances used in the illicit manufacture of narcotic drugs and psychotropic substances)

Detergent Regulation (648/2004/EC): Labelling of contents

15.1.2. National regulations
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France

Occupational diseases

Code

Description

RG 4 BIS

Gastrointestinal disorders caused by benzene, toluene, xylenes and all products containing them

RG 84

Conditions caused by liquid organic solvents for professional use: saturated or unsaturated
aliphatic or cyclic liquid hydrocarbons and mixtures thereof; liquid halogenated hydrocarbons;
nitrated derivatives of aliphatic hydrocarbons; alcohols; glycols, glycol ethers; ketones; aldehydes;
aliphatic and cyclic ethers, including tetrahydrofuran; esters; dimethylformamide and
dimethylacetamine; acetonitrile and propionitrile; pyridine; dimethylsulfone and dimethylsulfoxide

Installations classées

No ICPE

Désignation de la rubrique

Code Régime

Rayon

4330.text

Liquides inflammables de catégorie 1, liquides inflammables
maintenus a une température supérieure a leur point
d'ébullition, autres liquides de point éclair inférieur ou égal a 60°
C maintenus a une température supérieure a leur température
d'ébullition ou dans des conditions particuliéres de traitement,
telles qu'une pression ou une température élevée (1).

4330.1

La quantité totale susceptible d'étre présente dans les
installations y compris dans les cavités souterraines étant :

1. Supérieure ou égale a 10 t

(1) Conformément a la section 2.6.4.5 de I'annexe | du reglement
(CE) n° 1272/2008, il n'est pas nécessaire de classer les liquides
ayant un point d'éclair supérieur a 35° C dans la catégorie 3 si
I'épreuve de combustion entretenue du point L 2, partie lll,
section 32, du Manuel d'épreuves et de critéres des Nations
unies a donné des résultats négatifs. Toutefois, cette remarque
n'est pas valable en cas de température ou de pression élevée, et
ces liquides doivent alors étre classés dans cette catégorie.
Quantité seuil bas au sens de I'article R. 511-10: 10 t.

Quantité seuil haut au sens de I'article R. 511-10: 50 t.

4330.2

La quantité totale susceptible d'étre présente dans les
installations y compris dans les cavités souterraines étant :

2. Supérieure ou égale a 1t mais inférieure a 10t

(1) Conformément a la section 2.6.4.5 de I'annexe | du reglement
(CE) n° 1272/2008, il n'est pas nécessaire de classer les liquides
ayant un point d'éclair supérieur a 35° C dans la catégorie 3 si
I'épreuve de combustion entretenue du point L 2, partie lll,
section 32, du Manuel d'épreuves et de critéeres des Nations
unies a donné des résultats négatifs. Toutefois, cette remarque
n'est pas valable en cas de température ou de pression élevée, et
ces liquides doivent alors étre classés dans cette catégorie.
Quantité seuil bas au sens de I'article R. 511-10: 10 t.

Quantité seuil haut au sens de I'article R. 511-10: 50 t.

DC

4331.text

Liquides inflammables de catégorie 2 ou catégorie 3 a |'exclusion
de la rubrique 4330.

La quantité totale susceptible d'étre présente dans les
installations y compris dans les cavités souterraines étant :
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4331.1 1. Supérieure ou égale a 1000 t A 2
Quantité seuil bas au sens de I'article R. 511-10 : 5 000 t.
Quantité seuil haut au sens de I'article R. 511-10 : 50 000 t.
4331.2 2. Supérieure ou égale a 100 t mais inférieure a 1000 t E
Quantité seuil bas au sens de I'article R. 511-10 : 5 000 t.
Quantité seuil haut au sens de I'article R. 511-10 : 50 000 t.
4331.3 3. Supérieure ou égale a 50 t mais inférieure a 100 t DC
Quantité seuil bas au sens de I'article R. 511-10 : 5 000 t.
Quantité seuil haut au sens de I'article R. 511-10 : 50 000 t.
4511.text Dangereux pour I'environnement aquatique de catégorie
chronique 2.
4511.1 La quantité totale susceptible d'étre présente dans l'installation |A 1
étant :
1. Supérieure ou égale a 200 t
Quantité seuil bas au sens de I'article R. 511-10 : 200 t.
Quantité seuil haut au sens de I'article R. 511-10 : 500 t.
4511.2 La quantité totale susceptible d'étre présente dans l'installation |DC
étant :
2. Supérieure ou égale a 100 t mais inférieure a 200 t
Quantité seuil bas au sens de I'article R. 511-10 : 200 t.
Quantité seuil haut au sens de I'article R. 511-10 : 500 t.
Germany
Water hazard class (WGK) : WGK 3, Highly hazardous to water (Classification according to AwSV, Annex
1).
Chemicals Prohibition Ordinance : This product is subject to ChemVerbotsV Annex 2 Entry 1. The following
(ChemVerbotsV) requirements must be observed: authorization requirement (according to § 6

paragraph 1 sentence 1), basic requirements for carrying out the delivery
(according to § 8 paragraph 1, 3 and 4), identification and documentation
(according to § 9 paragraph 1 to 3) and exclusion of the shipping route
(according to § 10).
Major Accidents Ordinance (12. BImSchV) : Listed in the 12. BImSchV (Annex I) under: 1.2.5.3
- Quantity threshold for operational area under § 1 para. 1
- Sentence 1 :5000000 kg
- Sentence 2 :50000000 kg
Listed in the 12. BImSchV (Annex I) under: 1.3.2
- Quantity threshold for operational area under § 1 para. 1
- Sentence 1 :200000 kg
- Sentence 2 :500000 kg

Netherlands

Waterbezwaarlijkheid : categorie Z(1) - niet-afbreekbare stoffen met gevaarlijke eigenschappen voor
mens en milieu (carcinogeniteit/ mutageniteit/ reprotoxiciteit/
bioacumulerend vermogen/ toxiciteit of persistentie)

SZW:-lijst van kankerverwekkende stoffen : Paraffins (petroleum), normal C5-20,Solvent naphtha (petroleum), light
arom.,Naphtha (petroleum), hydrotreated heavy,cumene are listed

SZW:-lijst van mutagene stoffen : Paraffins (petroleum), normal C5-20,Solvent naphtha (petroleum), light
arom.,Naphtha (petroleum), hydrotreated heavy are listed

SZW:-lijst van reprotoxische stoffen — : None of the components are listed

Borstvoeding

SZW:-lijst van reprotoxische stoffen — : None of the components are listed

Vruchtbaarheid
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SZW-lijst van reprotoxische stoffen —
Ontwikkeling

Denmark

Class for fire hazard
Store unit
Classification remarks

Danish National Regulations

Switzerland

: xylene,2,4,6-tri-tert-butylphenol are listed

: Class lI-1

: b liter

: R10 <H226;H304;H315;H317;H319;H332;H340;H350;H360;H411>; Emergency
management guidelines for the storage of flammable liquids must be
followed

: The requirements from the Danish Working Environment Authorities
regarding work with carcinogens must be followed during use and disposal

Chemicals Ordinance (ChemO, SR 813.11) : Group 1

15.2. Chemical safety assessment

Not applicable.

SECTION 16: Other information

Indication of changes:

1 Part Number(s) Modified

2 Classification Modified

2 Labelling according to | Modified
Regulation (EC) No.
1272/2008 [CLP]

3 Composition/informat | Modified
ion on ingredients

4 Symptoms/effects Modified

4 Description of first aid | Modified
measures

5 Fire fighting Modified
measures

6 Accidental release Modified
measures

7 Handling and storage | Modified

8 Exposure Modified
controls/personal
protection

9 Physical and chemical | Modified
properties

10 Stability and Modified
reactivity

11 Toxicological Modified
information

12. Ecological Modified
information

13 Disposal Modified
considerations

14 Transport information | Modified

15 Regulatory Modified
information

16 Other information Modified

Abbreviations and acronyms:

ABM = Algemene beoordelingsmethodiek
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ADN = Accord Européen relatif au Transport International des Marchandises Dangereuses par voie de Navigation du
Rhin

ADR = Accord européen relatif au transport international des marchandises Dangereuses par Route

CLP = Classification, Labelling and Packaging Regulation according to 1272/2008/EC

IATA = International Air Transport Association

IMDG = International Maritime Dangerous Goods Code

LEL = Lower Explosive Limit/Lower Explosion Limit

UEL = Upper Explosion Limit/Upper Explosive Limit

REACH = Registration, Evaluation, Authorisation and Restriction of Chemicals

BTT = Breakthrough time (maximum wearing time)

DMEL = Derived Minimal Effect level

DNEL = Derived No Effect Level

EC50 = Median Effective Concentration

EL50 = Median effective level

ErC50 = EC50 in terms of reduction of growth rate

ErL50 = EL50 in terms of reduction of growth rate

EWC = European waste catalogue

LC50 = Median lethal concentration

LD50 = Median lethal dose

LL50 = Median lethal level

NA = Not applicable

NOEC = No observed effect concentration

NOEL: no-observed-effect level

NOELR = No observed effect loading rate

NOAEC = No observed adverse effect concentration

NOAEL = No observed adverse effect level

N.O.S. = Not Otherwise Specified

OEL = Occupational Exposure Limits - Short Term Exposure Limits (STELs)

PNEC = Predicted No Effect Concentration

Quantitative structure-activity relationship (QSAR)

STOT = Specific Target Organ Toxicity

TWA = time weighted average

VOC = Volatile organic compounds

WGK = Wassergefahrdungsklasse (Water Hazard Class under German Federal Water Management Act)

Sources of key data used to compile the : ECHA (European Chemicals Agency). Supplier information. LOLI Database.

datasheet
Training advice

: Training staff on good practice. Manipulations are to be done only by qualified
and authorised persons.

Other information : Physicochemical hazard assessment: Information given is based on tests on

the mixture itself. Classification - Assessment method: CLP Calculation method
(Article 9). Worst case assumption.

Full text of H- and EUH-statements:

Acute Tox. 3 (Dermal) Acute toxicity (dermal), Category 3
Acute Tox. 3 (Inhalation) Acute toxicity (inhal.), Category 3
Acute Tox. 4 (Dermal) Acute toxicity (dermal), Category 4
Acute Tox. 4 (Inhalation) Acute toxicity (inhal.), Category 4

Acute Tox. 4 (Inhalation:dust,mist) | Acute toxicity (inhalation:dust,mist) Category 4

Acute Tox. 4 (Oral) Acute toxicity (oral), Category 4

Aquatic Acute 1

Hazardous to the aquatic environment — Acute Hazard, Category 1
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Aquatic Chronic 1

Hazardous to the aquatic environment — Chronic Hazard, Category 1

Aquatic Chronic 2

Hazardous to the aquatic environment — Chronic Hazard, Category 2

Aquatic Chronic 3

Hazardous to the aquatic environment — Chronic Hazard, Category 3

Asp. Tox. 1 Aspiration hazard, Category 1

Carc. 1B Carcinogenicity, Category 1B

Eye Dam. 1 Serious eye damage/eye irritation, Category 1

Eye Irrit. 2 Serious eye damage/eye irritation, Category 2

Flam. Lig. 2 Flammable liquids, Category 2

Flam. Lig. 3 Flammable liquids, Category 3

Muta. 1B Germ cell mutagenicity, Category 1B

Repr. 1B Reproductive toxicity, Category 1B

Skin Corr. 1B Skin corrosion/irritation, Category 1, Sub-Category 1B
Skin Irrit. 2 Skin corrosion/irritation, Category 2

Skin Sens. 1 Skin sensitisation, Category 1

Skin Sens. 1B Skin sensitisation, category 1B

STOTRE 2 Specific target organ toxicity — Repeated exposure, Category 2
STOTSE 3 Specific target organ toxicity — Single exposure, Category 3, Respiratory tract irritation
H225 Highly flammable liquid and vapour.

H226 Flammable liquid and vapour.

H302 Harmful if swallowed.

H304 May be fatal if swallowed and enters airways.

H311 Toxic in contact with skin.

H312 Harmful in contact with skin.

H314 Causes severe skin burns and eye damage.

H315 Causes skin irritation.

H317 May cause an allergic skin reaction.

H318 Causes serious eye damage.

H319 Causes serious eye irritation.

H331 Toxic if inhaled.

H332 Harmful if inhaled.

H335 May cause respiratory irritation.

H340 May cause genetic defects.

H350 May cause cancer.

H360 May damage fertility or the unborn child.

H360D May damage the unborn child.

H373 May cause damage to organs through prolonged or repeated exposure.
H400 Very toxic to aquatic life.

H410 Very toxic to aquatic life with long lasting effects.
H411 Toxic to aquatic life with long lasting effects.
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H412 Harmful to aquatic life with long lasting effects.

according to Regulation (EC) No. 1907/2006 (REACH) with its amendment Regulation (EU) 2020/878
Classification according to Regulation (EC) No. 1272/2008 [CLP]
Labelling according to Regulation (EC) No. 1272/2008 [CLP]

DISCLAIMER OF LIABILITY The information in this SDS was obtained from sources which we believe are reliable.
However, the information is provided without any warranty, express or implied, regarding its correctness. The conditions
or methods of handling, storage, use or disposal of the product are beyond our control and may be beyond our
knowledge. For this and other reasons, we do not assume responsibility and expressly disclaim liability for loss, damage
or expense arising out of or in any way connected with the handling, storage, use or disposal of the product. This SDS
was prepared and is to be used only for this product. If the product is used as a component in another product, this SDS
information may not be applicable.




